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AC/DC 

AC/DC 
PCB 

 (W) Vin (VAC) Vout (VDC)  (LxWxH) / 

• 2  65 W
•
• OVP, OCP 
•

•

•
• EN55032 class B 

•
•

RAC02E-K/277 2 85-305 3.3, 5, 12, 15, 24 4 kVAC / 
1min

33.7 x 22.2 x 15.4 mm
(1.3” x 0.9” x 0.6”)

P 2
EN/IEC/UL62368-1
EN/IEC61558-1, 2-16
EN60335-1 : -40°C +80°C ( +90°C)

RAC03-K 3 85-264 3.3, 5, 12, 15, 18, 24 3 kVAC / 
1 min

28.5 x 23.5 x 17.9 mm
(1.1” x 0.9” x 0.7”)

P 1 EN/IEC/UL62368-1
EN/IEC60335-1 : -40°C +80°C

RAC03-K/SMT 3 85-264 3.3, 5, 12, 15, 18, 24 3 kVAC / 
1 min

27.7 x 23.7 x 19.0 mm 
(1.1” x 0.9” x 0.8” )

SMT 1
EN/IEC/UL62368-1
EN/IEC60335-1
EN/IEC61558-1, -2
EN62233

: -40°C  +80°C
5000m
JEDEC SMT 

RAC03E-K/277 3 85-305 3.3, 5, 12, 15, 24 4 kVAC / 
1min

37.0 x 24.0 x 15.4 mm
(1.5” x 0.9” x 0.6”)

P 3
EN/IEC/UL62368-1
EN62233
EN/IEC61558-1, 2-16
EN60335-1

: -40°C +70°C ( +85°C)
OVC III

RAC04-K/277 4 80-305 3.3, 5, 12, 15, 24 4 kVAC / 
1 min

36.7 x 27.2 x 17.4 mm
(1.4” x 1.0” x 0.7”)

P 4

EN/IEC/UL60950-1
EN/IEC/UL62368-1
EN/IEC61558-1, 2-16
EN61010-1
EN60335-1

80-305VAC 110-390VDC
: -40°C  +90°C

RAC04NE-K/277 4 85-305 5, 9, 12, 15, 24 4.2 kVAC / 1 
min

37.0 x 24.0 x 18.0 mm
(1.5” x 0.9” x 0.7”)

EN/IEC/UL62368-1
EN/IEC60335-1
EN/IEC61558-1, 2-16
EN/IEC61347-1, 2-13
IEC60730, EN62233

EN55032 class B PELV
6W/20s 

2kV (L-N), 4kV (L-PE)
OVC III, 5000m 

RAC05E-K 5 90-264 5, 12, 15, 24 4.2 kVAC / 
1 min

37.0 x 24.0 x 18.0 mm
(1.5” x 0.9” x 0.7”)

P 3
EN/IEC/UL62368-1
EN/IEC60335-1
EN/IEC61558-1, 2-16

: -25°C  +75°C
OVC III

RAC05E-KT 5 90-264 4, 5, 12, 15, 24 3 kVAC / 
1 min

32.1 x 27.1 x 21.8 mm
(1.3” x 1.1” x 0.9”)

Ei 30
EN/IEC/UL62368-1
EN/IEC60335-1 
EN/IEC61558-1, 2-16

EI30
: -25°C  +75°C

P 3
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AC
/D

C 

AC/DC 
PCB 

•  65 W
•
• OVP OCP 
•

•

•
• EN55032 class B 

•
•

 (W) Vin (VAC) Vout (VDC)  (LxWxH) / 

RAC05-K/277 5 85-305 3.3, 5, 12, 15, 24 4.2 kVAC / 
1 min

31.7 x 26.7 x 21.8  mm
(1.2” x 1.0” x 0.9”)

Ei 30
EN/UL62368-1
EN/IEC60335-1
EN/IEC61558-1, 2-16

Class B
: -40°C  +90°C

OVC III

RAC05-K/480 5 85-528 5, 12, 15 4 kVAC / 
1 min

52.5 x 27.4 x 23.0 mm
(2.1” x 1.1” x 0.9”)

P 12 EN/IEC62368-1
IEC/UL61010-1

OVC III, 3000m 
: -40°C  +80°C

RACM06E-K/277 6 80-305 3.3, 5, 12, 15, 18,  24 4 kVAC / 
1min

25.6 x 25.6 x 16.6 mm
(1.0” x 1.0” x 0.6”)

P 5b

EN/IEC62368-1
ANSI/AAMI ES60601-1
EN/IEC60601-1
EN/IEC60335-1
EN/IEC61558-1
EN62233

 2MOPP @ 5000m BF 
OVC III, 5000m

: -40°C +90°C

RAC10-K/277 10 85-305 3.3, 5, 12, 15, 18, 24
±12, ±15

4 kVAC / 
1 min

52.5 x 27.4 x 23.0 mm
(2.1” x 1.1” x 0.9”)

P 12
EN/IEC/UL60950-1
EN/IEC/UL62368-1
EN/IEC60335-1
EN62477-1

: -40°C +80°C 
140% 

RAC10E-K/277 10 85-305 3.3, 5, 12, 15, 24 4 kVAC / 
1 min

45.7 x 25.4 x 21.5 mm 
(1.8” x 1.0” x 0.8”)

P 11 IEC/UL62368-1 
EN/IEC61558-1, 2-16

: -40°C +90°C
Class B 

OVC III, 5000m 

RAC15-K/480 15 85-528 5, 12, 15, 24 3.6 kVAC / 
1 min

52.5 x 40.0 x 25.5 mm 
(2.1” x 1.6” x 0.9”)

P 12
EN/IEC/UL62368-1 
EN/IEC61010
EN60335-1

: -40°C +90°C

OVC III, 5000m

RAC15-K/WI 15 18-264 5, 12, 15, 24, 54 4 kVAC / 
1 min

52.5 x 40.0 x 25.5 mm
(2.1” x 1.6” x 0.9”)

IEC/EN/UL62368
IEC/EN61558
EN60335

AC DC 
: -40°C  +85°C

5000m OVC III

RACM16E-K/277 16 85-305 3.3, 5, 12, 15, 24, 30 4 kVAC / 
1 min

52.7 x 27.6 x 23.0 mm 
(2.1’’ x 1.1’’ x 0.9’’)

P 12

ANSI/AAMI ES60601-1
EN/IEC60335-1
EN/IEC62368-1
EN/IEC60601-1
EN/IEC61558-2-16

 2MOPP @ 5000m , BF 
CV/CC 
OVC III, 4000m OVC II, 5000m

: -40°C  +85°C

P 12
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AC/DC 

AC/DC 
PCB 

 (W) Vin (VAC) Vout (VDC)  (LxWxH) / 

•  65 W
•
• OVP OCP 
•

•

•
• EN55032 class B 

•
•

RAC20-K(/277) 20 85-264
(/277) 85-305

5, 12, 15, 24, 48
±12, ±15

3 kVAC / 
1 min

52.5 x 27.4 x 23.0 mm
(2.1” x 1.1” x 0.9”)

P 12
EN/IEC/UL62368-1
IEC/EN60335-1 
IEC/EN61558-1, 2-16

Class B 
: -40°C +85°C

 RAC20E-K/277 20 85-305 5, 12, 24 4 kVAC / 
1 min

52.7 x 27.6 x 23.0 mm 
(2.1” x 1.1” x 0.9”)

P 13 EN/IEC/UL62368-1
EN/IEC61558-1, 2-16

: -40°C +90°C
OVC III
5000m

RAC20C-12SK/277 20 85-305 12 4.2 kVAC /
1 min

52.7 x 27.6 x 23.0 mm
(2.1” x 1.1” x 0.9”)

EN/IEC/UL62368-1
: -40°C +90°C

OVC III, 5000m
 2kV (L-N), 4kV (L-PE)

RAC20NE-K/277(/CC, 
/HT, or /400) 20 85-305 12, 24, 36, ±12 4 kVAC / 

1 min

52.7 x 27.6 x 23.0 mm
(2.1” x 1.1” x 0.9”)
52.5 x 40.0 x 25.5 mm
(2.1” x 1.6” x 0.9”)

IEC/EN/UL62368
IEC/EN61558
EN60335

100-277 400VAC DC 
 2kV (L-N), 4kV (L-PE)

OVC III, 3000m 
EN55032 Class B PELV

RAC25-K/480 25 85-528   5, 12, 15, 24 3.6 kVAC / 
1 min

83.2 x 46.4 x 30.4 mm 
(3.3” x 1.8” x 1.2”)

P 14
UL/IEC/EN62368-1
EN/IEC61010
EN603350-1

: -40°C +90°C

OVC III, 5000m

RAC30C-12SK/277 30 85-305 12 4.2 kVAC /
1 min

52.5 x 40.0 x 25.5 mm
(2.1” x 1.6” x 0.9”)

EN/IEC/UL62368-1
: -40°C +90°C

5000m OVC III
 2kV (L-N), 4kV (L-PE)

RACM30-K/277 30 85-305
5, 12, 15, 24, 36, 

48, 54 
±12, ±15

4 kVAC / 
1 min

52.5 x 40.0 x 25.5 mm 
(2.1” x 1.6” x 0.9”)

P 12

ANSI/AAMI ES60601-1
EN/IEC/UL62368-1
EN60335-1, EN62233
IEC/EN60601-1
IEC/EN61558-2

 2MOPP @ 250VAC
OVC III, 5000m , PD3 & LPS

: -40°C +90°C
 [P12]

RACM40-K 40 80-264 5, 12, 15, 18, 
24, 36, 48

4 kVAC / 
1 min

83.2 x 46.4 x 30.4 mm 
(3.2” x 1.8” x 1.2”)

P 14

ANSI/AAMI ES60601-1
EN/IEC60335-1
EN/IEC62368-1
EN/IEC60601-1
EN/IEC61558-1, 2-16

 2MOPP @ 250VAC, 
: -40°C  +85°C

OVC III, 5000m 

P 12

P 12

P 13
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AC
/D

C 

AC/DC 
PCB 

•  65 W
•
• OVP OCP 
•

•

•
• EN55032 class B 

•
•

 (W) Vin (VAC) Vout (VDC)  (LxWxH) / 

RACM40-K/OF/PCB 40 80-264 5, 12, 15, 18, 
24, 36, 48

4 kVAC / 
1 min

78.3 x 40.6 x 25.5 mm (OF)
(3.0” x 1.6” x 1.0”)
78.3 x 40.6 x 29.1 mm (PCB)
(3.0” x 1.6” x 1.1”)

ANSI/AAMI ES60601-1
EN/IEC60335-1
EN/IEC62368-1
EN/IEC60601-1
EN/IEC61558-1, 2-16

 2MOPP @ 250VAC, 
: -40°C  +85°C

OVC III, 5000m 
2”x3” (/2”x3”)

RACM60-K/OF/PCB 60 80-264 5, 12, 15, 24, 36, 48 4.8 kVAC / 
1 min 

78.4 x 53.0 x 35.4 mm
(3.0” x 2.0” x 1.4”)

ANSI/AAMI ES60601-1
EN/IEC60335-1
EN/IEC62368-1
EN/IEC60601-1
EN/IEC61558-1, 2-16

 2MOPP @ 250VAC
: -40°C  +85°C

OVC III, 5000m 

RACM65S-K/277 65 80-305 5, 12, 15, 24, 36, 52 4 kVAC / 
1 min 

52.5 x 40.0 x 25.5 mm
(2.1” x 1.6” x 0.9”)

ANSI/AAMI ES60601-1 
EN/IEC62368-1 
EN/IEC61558-1, 2-16
EN60335-1 
EN/IEC60601-1

2MOPP @ 4000m BF 
: -40°C  +85°C 

OVC II, 5000m ; OVC III, 3000m 
P 12
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AC/DC • 3  1200 W
•
•  PFC
• Class B 

•
(/OF) 

•

 (W) Vin (VAC) Vout (VDC)  /  (LxWxH)

AC/DC 

RAC03-SER/277 3 85-305 3.3, 5, 12, 24 3 kVAC / 1 min 50.3 x 50.3 x 11.0 mm
(2.0”x 2.0” x 0.4”)

EN/IEC/UL60950-1
EN60335-1

: -40°C  +85°C
(40mW)

RAC04NE-K/277/W 4 85-305 5, 9, 12, 15, 24 4.2 kVAC / 1 
min

37.8 x 24.0 x 18.7 mm
(1.5” x 0.9” x 0.7”)

EN/IEC/UL62368-1
EN/IEC60335-1
EN/IEC61558-1, 2-16
EN/IEC61347-1, 2-13
IEC60730, EN62233

OVC III, 3000m ; OVC II, 5000m 
EN55032 Class B PELV
6W  20s

 2kV (L-N), 4kV (L-PE)

RAC05-K/277/W 5 85-305 3.3, 5, 12, 15, 24 4.2 kVAC / 
1 min

31.7 x 26.7 x 21.8  mm
(1.2” x 1.0” x 0.9”)

EN/UL62368-1
EN/IEC60335-1
EN/IEC61558-1
EN/IEC61558-2-16

Class B
: -40°C  +90°C

OVC III

RAC05-K/C14 5 85-264 3.3, 5, 12, 15, 24 3 kVAC / 1 min 67.0 x 48.0 x 23.0 mm
(2.6” x 1.9” x 0.9”)

EN/IEC/UL62368-1 
EN/IEC60950-1

DC

IEC

RAC15-K/WI/W 15 18-264 5, 12, 24 4 kVAC / 1 min 52.5 x 40.0 x 25.5 mm
(2.1” x 1.6” x 0.9”)

IEC/EN/UL62368
IEC/EN61558
EN60335

AC DC 
: -40°C  +85°C

OVC III, 3000m ; OVC II, 5000m 

RACM15E-K/OF 15 80-264 3.3, 5, 12, 15, 24, 30 4 kVAC / 1 min 80.0 x 23.8 x 22.0 mm 
(3.2’’ x 0.9’’ x 0.8’) 

ANSI/AAMI ES60601-1
EN/IEC60335-1
EN/IEC62368-1
EN/IEC60601-1
EN/IEC61558-2-16

: -40°C  +85°C
OVC III, 3000m

 2MOPP @ 5000m , BF 
CV/CC 

RACM15E-K/PMAD 15 80-264 3.3, 5, 12, 15, 24, 30 4 kVAC / 1 min 83.0 x 26.4 x 29.5 mm
(3.2’’ x 1.0’’ x 1.2’’)

ANSI/AAMI ES60601-1
EN/IEC60335-1
EN/IEC62368-1
EN/IEC60601-1
EN/IEC61558-2-16

: -40°C  +85°C
OVC III, 3000m OVC II, 5000m

 2MOPP @ 5000m , BF 
CV/CC 

RACM16E-K/277/W 16 85-305 3.3, 5, 12, 15, 24, 30 4 kVAC / 1 min 52.7 x 27.6 x 23.0 mm 
(2.1’’ x 1.1’’ x 0.9’’)

ANSI/AAMI ES60601-1
EN/IEC60335-1
EN/IEC62368-1
EN/IEC60601-1
EN/IEC61558-2-16

: -40°C  +85°C
OVC III, 3000m

 2MOPP @ 5000m , BF 
CV/CC 
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AC/DC • 3  1200 W
•
•  PFC
• Class B 

•
(/OF) 

•

 (W) Vin (VAC) Vout (VDC)  /  (LxWxH)

AC
/D

C 

RAC20-K/W 20 85-264
(/277) 85-305 5, 12, 15, 24, 48 3 kVAC / 1 min 52.5 x 27.4 x 23.0 mm

(2.1” x 1.1” x 0.9”)

EN/IEC/UL62368-1
IEC/EN60335-1 
IEC/EN61558-1 
IEC/EN61558-2-16

Class B
: -40°C +85°C

RAC20NE-K/277/OF 20 85-305 12, 24, 36, ±12 4 kVAC / 1 min 80.0 x 23.8 x 22.5 mm
(3.2’’ x 0.9’’ x 0.8’)

IEC/EN/UL62368
IEC/EN61558
EN60335

 2kV (L-N), 4kV (L-PE) 
OVC III,  3000m 

: -40°C  +85°C
EN55032 Class B PELV

RACM30-K/277(/W) 
(/OF) (/PMA) 30 85-305 5,12, 15, 24,

±12, ±15 4 kVAC / 1 min

52.5 x 40.0 x 25.5 mm (W) 
(2.1” x 1.6” x 0.9”)
84.7 x 40.0 x 33.0 mm (PMA) 
(3.3” x 1.6” x 1.3”)

UL/EN/IEC62368-1
EN60335-1
EN62233
EN/IEC60601-1
EN/IEC61558-2

OVC III, 5000m , PD3 & LPS
: -40°C +90°C

/PMP: 
 2MOPP @ 5000m , BF 

RACM40-K/OF 40 80-264 5, 12, 15, 18, 
24, 36, 48 4 kVAC / 1 min

78.3 x 40.6 x 25.5 mm (OF)
(3.0” x 1.6” x 1.0”)
78.3 x 53.0 x 25.5 mm (2x3”)
(3.0” x 2.0” x 1.0”)

ANSI/AAMI ES60601-1
EN/IEC60335-1
EN/IEC62368-1
EN/IEC60601-1
EN/IEC61558-1, 2-16

 2MOPP @ 250VAC
: -40°C  +85°C 

5000m

RACM60-K/OF 
(/ENC/2x4)
(/277/OF)

60
80-264
80-305 

(/277/OF)
5, 12, 15, 24, 36, 48 4.8 kVAC / 

1 min 

78.4 x 53.0 x 31.5 mm (OF)
(3.0” x 2.0” x 1.2”)
101.6 x 53.0 x 31.5 mm (2x4”)
(4.0” x 2.0” x 1.2”)

ANSI/AAMI ES60601-1
EN/IEC60335-1
EN/IEC62368-1
EN/IEC60601-1
EN/IEC61558-1, 2-16

 2MOPP @ 250VAC
: -40°C  +85°C

5000m 

RACM65S-K/277/OIB 65 80-305 5, 12, 15, 24, 36, 52 4 kVAC / 1 min 79.0 x 40.8 x 27.5 mm
(3.1” x 1.6” x 1.1”)

ANSI/AAMI ES60601-1 
EN/IEC62368-1 
EN/IEC61558-1, 2-16
EN60335-1 
EN/IEC60601-1

2MOPP @ 4000m BF 
: -40°C  +85°C

OVC II, 5000m ; OVC III, 3000m 

RACM90-K/OF (/ENC) 90 85-264 12, 15, 24, 36, 48 4 kVAC / 1 min

101.6 x 50.8 x 32.0 mm (OF)
(4.0” x 2.0” x 1.3”)
118.3 x 62.7 x 38.7 mm (ENC)
(4.6” x 2.4” x 1.5”)

ANSI/AAMI ES60601-1
EN/IEC60335-1
EN/IEC62368-1
EN/IEC60601-1
EN/IEC61558-1, 2-16

 2MOPP @ 250VAC, BF 
 < 75uA, OVCIII

LPS, 5000m 

RACM130E-K/OF 
(/ENC) 130 85-264 12, 15, 24, 36, 48 4 kVAC / 1 min

101.6 x 50.8 x 32.0 mm (OF)
(4.0” x 2.0” x 1.3”)
118.3 x 62.7 x 38.7 mm (ENC)
(4.6” x 2.4” x 1.5”)

ANSI/AAMI ES60601-1
EN/IEC60335-1
EN/IEC62368-1
EN/IEC60601-1
EN/IEC61558-1, 2-16

 2MOPP @ 250VAC, BF 
 < 75uA, 5000m 

OVCIII, 5000m 
@100W, @130W
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AC/DC • 3  1200 W
•
•  PFC
• Class B 

•
(/OF) 

•

 (W) Vin (VAC) Vout (VDC)  /  (LxWxH)

AC/DC 

 RACM140E-K/OF 
(/ENC) 140 80-264 12, 15, 24, 36, 48 4 kVAC / 1 min

147.0 x 81.5 x 38.0 mm (OF)
(5.7” x 3.2” x 1.5”)
147.0 x 81.5 x 40.0 mm (ENC)
(5.7” x 3.2” x 1.6”)

EN/IEC60601-1
ANSI/AAMI ES60601-1
EN/IEC62368-1

: -40°C + 90°C
 2MOPP @ 4000m , BF 

210W 
OVCIII, 2000m OVCII, 5000m 

RACM150S-K/277/OF 
(/ENC) 150 80-305 12, 15, 24, 36, 48 4 kVAC / 1 min

80.5 x 50.8 x 36.2 mm (OF)
(3.2” x 2.0” x 1.4”)
95.0 x 57.0 x 38.0 mm (ENC)
3.7” x 2.2” x 1.5”

ANSI/AAMI ES60601-1 
EN/IEC62368-1 
EN/IEC61558-1, 2-16
EN60335-1 
EN/IEC60601-1

: -40°C  + 90°C
 2MOPP @ 4000m ; BF 

225W  10s
OVC III, 2000m ; OVC II, 5000m 

RACM230-G/OF 
(/ENC) 160 / 230 80-264 12, 24, 36, 48, 54 4 kVAC / 1 min

101.6 x 50.8 x 32.0 mm (OF)
(4.0” x 2.0” x 1.3”)
105.0 x 62.0 x 35.0 mm (ENC)
(4.1” x 2.4” x 1.4”)

ANSI/AAMI ES60601-1
EN/IEC62368-1 
EN60335-1 
EN/IEC60601-1 
EN/IEC61558-1, 2-16

 2MOPP @ 250VAC
160W , 

: -40°C  +80°C

RACM240-K/277/OF 
(/ENC) 240 80-305 12, 15, 24, 36, 48, 54 4.2 kVAC /

1 min

105.2 x 50.8 x 36.0 mm (OF)
(4.1” x 2.0” x 1.4”)
120.6 x 60.0 x 38.0 mm (ENC)
(4.7” x 2.4” x 1.5”)

ANSI/AAMI ES60601-1 
EN/IEC62368-1 
EN/IEC61558-1, 2-16
EN60335-1 
EN/IEC60601-1

: -40°C  + 90°C
 2MOPP @ 4000m ; BF 

330W  10s
OVC III, 2000m ; OVC II, 5000m 

RACM550-G/OF 
(/ENC) 300 / 550 80-264 24, 36, 48, 56 4 kVAC / 1 min

127.0 x 76.0 x 38.0 mm (OF)
(5.0” x 3.0” x 1.5”)
150.0 x 87.0 x 45.0 mm (ENC)
(5.9” x 3.4” x 1.8”)

ANSI/AAMI ES60601-1
EN/IEC62368-1 
EN/IEC60335-1
EN/IEC60601-1 
EN/IEC61558-1, 2-16

 2MOPP @ 250VAC 
300W , 
550W

: -40°C  +70°C
5VSB&12V

RACM600-L/OF 600 80-275 12*, 24, 48* 4 kVAC / 1 min 196.8 x 101.6 x 40.6 mm 
(7.7” x 4.0” x 1.6”)

EN/IEC/UL2368-1
ANSI/AAMI ES60601-1
EN/IEC60601-1

 2MOPP @ 250VAC
400/450W , 
600W 

: -20°C  +70°C
5VSB

RACM1200-V 1200 80-264 24, 36, 48 4 kVAC / 1 min 228.0 x 96.2 x 40.0 mm 
(9.0” x 3.8” x 1.6”)

ANSI/AAMI ES60601-1 
EN/IEC/UL62368-1
EN/IEC60601-1
EN/IEC61558-1, 2-16

: -40°C +85°C
PM (/PMB)

 2MOPP @250VAC, 5000m 
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AC/DC 
1AC DIN

• 15  480 W
•
•  (OCP)
•  (OTP)

•  (SCP)
•  (OVP)
•
•

•
•  EN61000-6-4 class B
•  EN61000-6-2
•

 (W) Vin (VAC) Vout (VDC)  /  (HxWxD)

AC
/D

C 

REDIIN120 120 90-264 12, 24, 48 3 kVAC / 1 min 123.6 x 30 x 116.8 mm 
(4.9” x 1.2” x 4.6”)

EN/IEC/UL62368-1
EN/IEC/UL61010-1
EN/IEC/UL/CSA61010-
2-201

: -30°C  +70°C
 -40°C

 30mm, 450g
 <0.21W

REDIIN240 240 90-264 24, 48 3 kVAC / 1 min 123.6 x 40 x 116.8 mm 
(4.9” x 1.6” x 4.6”)

EN/IEC/UL62368-1
EN/IEC/UL61010-1
EN/IEC/UL/CSA61010-
2-201

: -30°C  +70°C
 -40°C

 40mm,  620g
 <0.3W

REDIIN480 480 90-264 24, 48 3 kVAC / 1 min 123.6 x 56 x 116.8 mm 
(4.9” x 2.2” x 4.6”)

EN/IEC/UL62368-1
EN/IEC/UL61010-1
EN/IEC/UL/CSA61010-
2-201

: -30°C  +70°C
 -40°C,  PFC >0.93

 30mm,  870g
 < <0.75W

RACM15E-K/PMAD 15 80-264 3.3, 5, 12, 15, 24, 30 4 kVAC / 1 min 83.0 x 26.4 x 29.5 mm
(3.2’’ x 1.0’’ x 1.2’’)

ANSI/AAMI ES60601-1
EN/IEC60335-1
EN/IEC62368-1
EN/IEC60601-1
EN/IEC61558-2-16

: -40°C  +85°C 
OVC III, 3000m ; OVC II, 5000m 

 2MOPP @ 5000m ; BF 
CV/CC 

RAC20NE-K/277(/CC)/
EPID 20 85-305 5, 12, 24*, 36 4 kVAC / 1 min 83.0 x 26.4 x 29.5 mm 

(3.2” x 1.0” x 1.1”)
IEC/EN/UL62368
IEC/EN61558
EN60335

: -40°C  +85°C
 2kV: L-N, 4kV : L-FE  PE 

OVC III:  3000m , IP40 
*  CC
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AC/DC 
AC DIN

•  3AC 320V  576V
•  DC  450V  850V
• 25° 
•

• PFC
•  97.1%
•  -40°C/+70°C  +60°C 
• 120%/45°C 150%/5s

•
•  80kh/40°C
•  2.5kV / 6kV
•

 (W) Vin (VAC) Vout (VDC)  /  (DxHxW)

AC/DC 

RACPRO1-T240 240 3AC 320V-
576V 24 4.2 kVDC 125.0 x 135.0 x 43.0 mm 

(4.9” x 5.3” x 1.7”)

EN/IEC/UL62368-1
EN/IEC/UL61010-1
EN/IEC/UL/CSA61010-
2-201

 >35V
 DC OK 

 43mm,  531g

RACPRO1-T480 480 3AC 320V-
576V 24, 48 4.2 kVDC 140.0 x 135.0 x 52.0 mm 

(5.5” x 5.3” x 2.0”)

EN/IEC/UL62368-1
EN/IEC/UL61010-1
EN/IEC/UL/CSA61010-
2-201

 >35V/63V
 DC OK

 52mm, 768g

RACPRO1-T960 960 3AC 320V-
576V 24, 48 4.2 kVDC 140.0 x 135.0 x 80.0 mm

(5.5” x 5.3” x 3.1”)

EN/IEC/UL62368-1
EN/IEC/UL61010-1
EN/IEC/UL/CSA61010-
2-201

  >35V/63V
 DC OK

 80mm,  1140g

AC/DC • 25° 
•
•

• LED
•

•
•

 (W) Vin (VAC) Vout (VDC)  /  (DxHxW)

RACPRO1-4SP/24V/5A 480 19-28 24 N/A 58.0 x 109.0 x 72.0 mm 
(2.3” x 4.3” x 2.8”)

EN/IEC/UL62368-1
EN/IEC/UL61010-1
EN/IEC/UL/CSA61010-
2-201

NEC 2

 80kh/40°C
 UVLO

RACPRO1-
4SP/24V/10A 960 19-28 24 N/A 58.0 x 111.0 x 72.0 mm 

(2.3” x 4.4” x 2.8”)

EN/IEC/UL62368-1
EN/IEC/UL61010-1
EN/IEC/UL/CSA61010-
2-201

 80kh/40°C
 UVLO
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AC/DC • 25° 

•
•  MOSFET 

•
•  n+1 
• 43mm
•  80kh/40°C

•
•  (-) 

 (W) Vin (VAC) Vout (VDC)  /  (DxHxW)

AC
/D

C 

RACPRO1-RD20 2 x 10A 9-56 12, 24, 48 N/A 125.0 x 135.0 x 43.0 mm
(4.9’’ x 5.3’’ x 1.7’’)

EN/IEC/UL62368-1
EN/IEC/UL61010-1
EN/IEC/UL/CSA61010-
2-201

12V 24V 48V

 2 * 10A,  20A 
 (-) 

RACPRO1-RD40 2 x 20A 9-56 12, 24, 48 N/A 125.0 x 135.0 x 43.0 mm
(4.9’’ x 5.3’’ x 1.7’’)

EN/IEC/UL62368-1
EN/IEC/UL61010-1
EN/IEC/UL/CSA61010-
2-201

12V 24V 48V

 2 * 20A,  40A
 (-) 



DC/DC 
1975 RECOM DC/DC

0.25W 300W
RECOM PCS

RECOM
“

”  “ ”

SIP DIP  “ ” SMD

16:1 20kVDC
2xMOPP

RECOM “K”

RECOM 0.18W 3kW
PCS

0.65V 75V 15:1

0.8V 60V SIP3/4/12
SMD “ ”

SMT RECOM “3D ®”(3DPP) 
“3D”

QFN
“ ”

PCB

DC/
DC 2x1.5mm

1mm

RECOM DC/DC
DC/DC

www.recom-power.cn/bok

2.65 m
m

5.0 mm
1.6 m

m

7.5 mm

1.18 mm

2.0 mm

10.3 mm
4.0 mm

2.0 mm

7.

0 3 mm

7.5 m5 mm

10.3 mm

22.0 m

0 m0 mmmmm
2 02 02 00

4444.0 m

mmm
55.0 m
5

3.18 m
m

7.5 mm

12.83 mm
12.83 mm

7.5 mm
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DC
/D

C 

DC/DC • 0.25  3 W
 20 kVDC • (/E) – 

• (/H) – 

• (-R) – 
• (/P) – 

 (S),  (D)

•

 (W) Vin (VDC) Vout (VDC)  /  (LxWxH)

R0.25S (/E)
R0.25D (DA) 0.25 3.3, 5, 12, 

15, 24

3.3, 5, 9, 12, 15, 24,
±3.3, ±5, ±9, ±12, 

±15, ±24,
5/5, 12/12

1 or 3 kVDC / 
1 s SMD

12.75 x 10.7 x 6.7 mm (S)
(0.5” x 0.4” x 0.3”)
15.24 x 10.7 x 6.7 mm (D)
(0.6” x 0.4” x 0.3”)

EN/IEC/UL60950-1

: -40°C  +100°C (  +110°C) 
 (/DA) 

(/E) 
 (/P)

RM 0.25 3.3, 5, 12, 
15, 24 3.3, 5, 9, 12, 15 1 or 2 kVDC /

1 s SIP4 11.5 x 6.0 x 10.0 mm
(0.5” x 0.2” x 0.4”)

EN/IEC/UL60950-1
: -40°C  +85°C (  +100°C)

 (/P)
2kVDC (/H)

R0.5S
R0.5D 0.5 3.3, 5, 12, 24 5, 12, 15,

±5, ±12, ±15
1 or 3 kVDC /

1 s SMD

12.75 x 10.7 x 6.7 mm (S)
(0.5” x 0.4” x 0.3”)
15.24 x 10.7 x 6.7 mm (D)
(0.6” x 0.4” x 0.3”)

UL60950-1 : -40°C  +100°C
 (/P)

ROL 0.5 5, 12 5, 12, 15 1 or 2 kVDC /
1 s SIP4 11.5 x 6.0 x 10.0 mm

(0.5” x 0.2” x 0.4”)
EN/IEC/UL60950-1 : -40°C  +85°C (  +100°C) 

 (/P)

R1DA 1 3.3, 5, 9, 12, 
15, 24

3.3/3.3, 5/5, 9/9, 
12/12, 15/15 1 kVDC / 1 s SMD 15.24 x 10.7 x 7.0 mm

(0.6” x 0.4” x 0.3”)
EN/UL60950-1 : -40°C  +100°C (  +105°C)

 (/P)

R1S (/E)
R1D 1 3.3, 5, 12, 

15, 24

3.3, 5, 9, 
12, 15, 24

±3.3, ±5, ±9, ±12, 
±15, ±24

1 or 3 kVDC /
1 s SMD

12.75 x 10.7 x 7.0 mm (S)
(0.5” x 0.4” x 0.3”)
15.24 x 10.7 x 7.0 mm (D)
(0.6” x 0.4” x 0.3”)

EN/IEC/UL60950-1
: -40°C  +100°C (   +105°C)

 (/E) 
 (/P)

R1SE 1 5 5 1 kVDC / 1 s SMD 12.75 x 10.7 x 6.7 mm
(0.5” x 0.4” x 0.3”)

UL60950-1 : -40°C  +85°C
 (-R)

R1SE/H2 1 3.3, 5, 12, 15 5, 12, 15 2 kVDC / 1 s SMD 12.75 x 10.7 x 7.0 mm
(0.5” x 0.4” x 0.3”)

UL60950-1 : -40°C  +100°C
 (-R)
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DC/DC • 0.25  3 W
 20 kVDC • (/E) – 

• (/H) – 

• (-R) – 
• (/P) – 

 (S),  (D)

•

 (W) Vin (VDC) Vout (VDC)  /  (LxWxH)

DC/DC 

R1SX
R1DX 1 3.3, 5, 12 3.3, 5

±5, ±9, ±12, ±15
1 or 3 kVDC / 

1 s SMD

12.75 x 10.8 x 5.8 mm (S)
(0.5” x 0.4” x 0.2”)
15.24 x 10.7 x 8.5 mm (D)
(0.6” x 0.4” x 0.3”)

EN/IEC/UL62368-1
UL60950-1

: -40°C  +100°C

SMD 

RAM 1 5, 12, 24 5 3.75 or 5 kVDC 
/ 1 s SMD 18.0 x 9.0 x 6.7 mm

(0.7” x 0.3” x 0.2”)
EN60950-1 : -40°C  +100°C

 (4pF)

RB (/E) 1 3.3, 5, 12, 
15, 24

3.3, 5, 9, 12, 15, 24
±3.3, ±5, ±9, ±12, 

±15, ±24

1 or 2 kVDC /
1 s SIP7 19.6 x 6.0 x 10.2 mm

(0.8” x 0.2” x 0.4”)
EN/IEC/UL60950-1

(/E)
: -40°C  +85°C (  +100°C)

 (/P)

RBE 1 5 5 1 kVDC / 1 s SIP7 19.6  x 6.0 x 10.2 mm
(0.8” x 0.2” x 0.4”)

EN/IEC/UL60950-1 : -40°C  +85°C

RBM 1 5, 12 5, 12, 15,
±5, ±12, ±15 3 kVDC / 1 s SIP6 

Micro
16.55 x 6.0 x 7.7 mm
(0.7” x 0.2” x 0.3”)

EN/IEC/UL60950-1 : -40°C +85°C (  +100°C)
 (/P)

RE 1 3.3, 5, 12, 
15, 24 3.3, 5, 9, 12, 15, 24 1 or 2 kVDC /

1 s SIP7 19.6 x 6.0 x 10.2 mm
(0.8” x 0.2” x 0.4”)

EN/IEC/UL60950-1 : -40°C  +85°C ( +100°C)
 (/P)

REE 1 5 5 1 kVDC / 1 s SIP7 19.6 x 6.0 x 10.2 mm
(0.8” x 0.2” x 0.4”)

EN/IEC/UL60950-1 : -40°C  +85°C

REM1 1 3.3, 5, 12, 
15, 24 3.3, 5, 12 5.2 kVDC / 1 min 

4 kVAC / 1 min SIP7 19.6 x 6.0 x 10.2 mm
(0.8” x 0.2” x 0.4”)

ANSI/AAMI ES60601-1
EN62368-1
EN/IEC60601-1
IEC/EN60601-1-2

 2MOPP @ 250VAC 
, CF 

5000m 
: -40°C  +85°C (  +90°C)
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DC
/D

C 

DC/DC • 0.25  3 W
 20 kVDC • (/E) – 

• (/H) – 

• (-R) – 
• (/P) – 

 (S),  (D)

•

 (W) Vin (VDC) Vout (VDC)  /  (LxWxH)

RFB 1 5 5 1 kVDC / 1 s SIP7 19.6 x 6.0 x 10.2 mm
(0.7” x 0.2” x 0.4”)

UL60950-1
: -40°C  +85°C

RFM 1 5 5 1 kVDC / 1 s SIP4 11.5 x 6.0 x 10.0 mm
(0.4” x 0.2” x 0.4”)

UL60950-1
: -40°C  +85°C

RFMM 1 5 5 4 kVDC / 1 s SIP7 19.65 x 7.05 x 10.2 mm
(0.7” x 0.3” x 0.4”)

UL60950-1
: -40°C  +85°C (  +100°C)

RK (/H)
RH 1 5, 12, 15, 24

5, 9, 12, 15,
±5, ±9, ±12, ±15,

+15/-9

3 or 4 kVDC /
1 s SIP7

19.65 x 6.0 x 10.2 mm
(0.8” x 0.2” x 0.4”)
19.65 x 7.05 x 10.2 mm (/H)
(0.8” x 0.3” x 0.4”)

EN/IEC/UL60950-1 : -40°C  +90°C (  +95°C)
 (/P)

RK/H6
RH/H6 1 5, 12, 15, 24 3.3, 5, 12, 15,

±3.3, ±5, ±12, ±15 6.4 kVDC / 1 s SIP7 19.65 x 7.05 x 10.2 mm
(0.8” x 0.3” x 0.4”)

IEC/UL60950-1
IEC62368-1

: -40°C  +90°C (  +95°C)

 (/P)

RKK 1 5 5 4 kVDC / 1 s SIP7 19.6 x 6.0 x 10.2 mm 
(0.7” x 0.2” x 0.4”)

EN/IEC/UL62368-1 40°C +105°C

RKE/H 1 5, 12, 24 5 4 kVDC / 1 s SIP7 19.6 x 7.05 x 10.2 mm
(0.8” x 0.3” x 0.4”)

EN/IEC/UL60950-1
: -40°C  +80°C (  +85°C)

RNM 1 3.3, 5, 12, 15 3.3, 5, 9, 12, 15 1 or 2 kVDC /
1 s DIP6 8.3 x 8.3 x 6.8 mm

(0.3” x 0.3” x 0.3”)
EN/IEC/UL60950-1 : -40°C  +85°C (  +100°C) 

 (/P)
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DC/DC • 0.25  3 W
 20 kVDC • (/E) – 

• (/H) – 

• (-R) – 
• (/P) – 

 (S),  (D)

•

 (W) Vin (VDC) Vout (VDC)  /  (LxWxH)

DC/DC RO (/E) 1 3.3, 5, 12, 
15, 24

3.3, 5, 9,
12, 15, 24

1 or 2 kVDC /
1 s SIP4 11.5 x  6.0 x 10.0 mm

(0.5” x 0.2” x 0.4”)
EN/IEC/UL60950-1

 (/E)
: -40°C  +85°C ( +100°C) 

 (/P)

ROE 1 3.3, 5, 12, 
15, 24 5, 12, 15 1 kVDC / 1 s SIP4 11.5 x 6.0 x 10.0 mm

(0.5” x 0.2” x 0.4”)
EN/IEC/UL60950-1

: -40°C  +85°C

ROM 1 3.3, 5, 12 5, 12, 15 3 kVDC / 1 s SIP4 
Micro

11.5 x 6.0 x 7.7 mm
(0.5” x 0.2” x 0.3”)

EN/UL60950-1 : -40°C  +85°C ( +100°C) 
 (/P)

RP 1 5, 9, 12, 15, 
24

3.3, 5, 9, 12, 15, 24,
±3.3, ±5, ±9, ±12, 

±15, ±24 
+15/-9

5.2 kVDC / 1 s SIP7 19.65 x 7.05 x 10.2 mm
(0.8” x 0.3” x 0.4”)

EN/IEC60950-1
UL60950-1*

: -40°C  +85°C (  +100°C) 
 (/P)

* +15/-9 

RU 1 3.3, 5 5/5 1 or 2 kVDC /
1 s SIP7

19.6 x 6.0 x 10.2 mm
(0.8” x 0.2” x 0.4”) EN60950-1 : -40°C  +85°C (  +100°C)

 (/P)

RUM 1 3.3, 5 5/5 1 or 2 kVDC /
1 s SIP6 16.55 x 6.0 x 7.7 mm

(0.7” x 0.2” x 0.3”)
EN60950-1 : -40°C  +85°C (  +100°C) 

 (/P)

RxxPxx (/R) 1 5, 12, 15, 24

3.3, 5, 6, 9, 12, 15, 
±3.3, ±5, ±9, ±12, 

±15, 
+15/-9

6.4 or 8 kVDC / 1 s SIP7 19.5 x 9.8 x 12.5 mm
(0.8” x 0.4” x 0.5”)

EN/IEC/UL60950-1
EN/IEC/UL62368-1
EN/IEC/UL60601-1
ANSI/AAMI ES60601-1

 (/R6.4 & /R8 )
: -40°C +90°C (  +100°C)

(/P)
 (/R6.4 & /R8 )

RN 1.25 3.3, 5, 9, 12, 
15, 24 3.3, 5, 7, 9, 12, 15, 24 1 or 2 kVDC /

1 s DIP8 12.6 x 10.1 x 7.6 mm
(0.5” x 0.4” x 0.3”)

EN60950-1 : -40°C  +85°C ( +100°C)
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DC
/D

C 

DC/DC • 0.25  3 W
 20 kVDC • (/E) – 

• (/H) – 

• (-R) – 
• (/P) – 

 (S),  (D)

•

 (W) Vin (VDC) Vout (VDC)  /  (LxWxH)

R2S
R2D 2 5, 12, 15, 24 3.3, 5, 9, 12, 15, 24,

±5, ±9, ±12, ±15, ±24
1 or 3 kVDC /

1 s SMD

12.75 x 10.7 x 9.0 mm (S)
(0.5” x 0.4” x 0.4”)
15.24 x 10.7 x 9.0 mm (D)
(0.6” x 0.4” x 0.4”)

EN/IEC/UL60950-1 : -40°C  +100°C (  +105°C) 
 (/P)

R2SX 2 5, 12, 24 3.3, 5, 15, 24 1 or 3 kVDC /
1 s SMD 15.24 x 11.1 x 8.0 mm

(0.6” x 0.4” x 0.4”)
EN/IEC/UL62368-1
EN/IEC/UL60950-1 : -40°C  +75°C (  +100°C)

REM2 2 3.3, 5, 12, 
15, 24

3.3, 5, 9, 12, 
±3.3, ±5, ±12

5.2 kVDC /
1 min SIP8 23.0 x 8.0 x 12.2 mm

(0.9” x 0.4” x 0.5”) 

ANSI/AAMI ES60601-1
CAN/CSA60601-1 
IEC/EN62368-1
EN/IEC60601-1 
EN60601-1-2

 2MOPP @ 250VAC
, CF 

5000m 
: -40°C   +80°C (  +95°C)

RD 2 5, 12, 24 ±5, ±12, ±15, ±24 1 or 2 kVDC /
1 s SIP7 19.65 x 7.0 x 10.2 mm

(0.8” x 0.3” x 0.4”)
IEC/EN60950-1 : -40°C  +85°C (  +100°C)

RI 2 5, 12, 15, 24 5, 12, 15 1 kVDC / 1 s SIP4 11.5 x 7.6 x 10.2 mm
(0.5” x 0.3” x 0.4”)

IEC/EN60950-1 : -40°C  +85°C (  +100°C)

RJZ
RGZ 2 3.3, 5, 9, 12, 

15, 24

3.3, 5, 9, 12, 15, 24,
±3.3, ±5, ±9, ±12, 

±15, ±24, 
+15/-9

3 or 4 kVDC /
1 s DIP14 19.9 x 10.0 x 7.1 mm

(0.8” x 0.4” x 0.3”)
IEC/EN60950-1

: -40°C  +90°C (  +95°C)
 (/P)

RKZ 2 5, 12, 24
5, 12, 15,

±5, ±12, ±15,
+15/-9 

3 or 4 kVDC /
1 s SIP7 19.65 x 7.05 x 10.2 mm

(0.8” x 0.3” x 0.4”)
EN/IEC/UL60950-1

: -40°C  +85°C (  +100°C) 
 (/P)

RKZE 2 5, 12, 15, 24 5, 9, 12, 15, 
±5, ±12, ±15 3 or 4 kVDC / 1 s SIP7 19.65 x 7.05 x 10.2 mm

(0.7” x 0.3” x 0.4”)
EN62368-1  (/P)

-40°C to +80°C ( +95°C)
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DC/DC • 0.25  3 W
 20 kVDC • (/E) – 

• (/H) – 

• (-R) – 
• (/P) – 

 (S),  (D)

•

 (W) Vin (VDC) Vout (VDC)  /  (LxWxH)

DC/DC RTM 2 5, 12, 24 5 2 or 3 kVDC /
1 s SMD 18.0 x 8.7 x 7.15 mm

(0.7” x 0.3” x 0.3”)
EN60950-1 : -40°C  +90°C (  +100°C)

RHV2 2 5, 12, 24 5, 12, 24,
±5, ±12 20 kVDC / 1 s SIP16 45.0 x 15.0 x 17.0 mm

(1.7” x  0. 6” x 0.7”)
IEC/EN62368-1 
IEC/EN61010-1

SIP16  > 30mm

: -40°C  +85°C (  +100°C)

RUZ 2 5 5/5 1 or 2 kVDC /
1 s SIP7 19.65 x 7.0 x 10.2 mm

(0.8” x 0.3” x 0.4”)
IEC/EN60950-1 : -40°C +85°C (  +100°C) 

 (/P)

RV (/R) 2 3.3, 5, 9, 12, 
15, 24

3.3, 5, 9, 12, 15, 24,
±3.3, ±5, ±9, ±12, 

±15, ±24, 
+15/-9

6, 6.4, or 8 kVDC 
/ 1 s

DIP24 
Micro

32.35 x 14.7 x 11.1 mm
(1.3” x 0.6” x 0.4”)

EN/UL60950-1
EN61010-1
ANSI/AAMI ES60601-1
IEC/EN/UL62368-1

 (/R6.4 & /R8 ) 
 (/P) 

: -40°C  +90°C (  +100°C) 

RxxP2xx (/R) 2 5, 12, 15, 24

3.3, 5, 9, 12, 15,
±3.3, ±5, ±9, ±12, 

±15, +15/-3,
+15/-9, +20/-5

6.4 or 8 kVDC / 1 s SIP7 19.5 x 9.8 x 12.5 mm
(0.8” x 0.4” x 0.5”)

EN/UL60950-1
EN/IEC/UL60601-1
ANSI/AAMI ES60601-1
IEC/EN/UL62368-1

 (/R6.4 & /R8 ) 
 (/P) 

: -40°C  +90°C (  +100°C) 

RI3 3 5, 12, 15, 24 5, 9, 12, 15 1, 2, or 3 kVDC 
/ 1 s SIP4 11.5 x 7.6 x 10.2 mm

(0.5” x 0.3” x 0.4”)
EN/IEC/UL60950-1 : -40°C  +85°C ( +100°C) 

 (/P)

RKZ3 3 5, 12, 24 5, 12 3 or 4 kVDC / 1 s SIP7 19.6 x 7.5 x 12.2 mm
(0.8” x 0.3” x 0.5”)

IEC/EN62368-1
: -40°C  +90°C (  +100°C)

RHV3 3 5, 12, 24 5, 12, 24,
±5, ±12 20 kVDC / 1 s SIP16 45.0 x 15.0 x 17.0 mm

(1.7” x  0. 6” x 0.7”)
IEC/EN62368-1 
IEC/EN61010-1

SIP16  > 30mm

4pF
: -40°C  +80°C ( 95°C)
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 (W) Vin (VDC) Vout (VDC)  /  (LxWxH)

DC/DC • 0.5  300 W
 10 kVDC

•
•
• (-R) – 

• (/P) – 
• (Z), (W) – 
• (-HC) – 

• (/SMD) – 
• (/M) – 

DC
/D

C 

R0.5Z 0.5 5, 12, 15, 24 5, 12, 15 1 or 2 kVDC /
1 s SMD 15.24 x 10.7 x 7.1 mm

(0.6” x 0.4” x 0.3”)
EN/UL60950-1 : -40°C  +85°C

R0.5ZX 0.5 5 5 1 or 2 kVDC /
1 s SMD 15.24 x 11.1 x 8.5 mm

(0.6” x 0.4” x 0.4”)
IEC/EN60950-1
UL60950-1
EN/IEC/UL62368-1

: -40°C  +85°C (  +100°C)

R05CT05S 0.5 4.5-5.5 3.3, 3.7, 5.0, 5.4 5 kVAC / 1 min SMD 10.3 x 7.5 x 2.65 mm
(0.4” x 0.3” x 0.1”)

ANSI/AAMI ES60601-1
UL/IEC/EN62368-1
IEC/EN60601-1

: -40°C  +140°C
1kVAC, 

CTRL, SYNC, UVLO, 

>8mm

R05C05TE05S 0.5 4.5-5.5 5 3 kVDC / 1 min SMD 10.35 x 7.5 x 2.5 mm 
(0.4” x 0.3” x 0.1”)

IEC/EN62368-1
: -40°C  +125°C 

EMI
SCP, OCP, OTP

R05CTE05S 1 4.5-5.5 5 3 kVDC / 1 min SMD 10.35 x 7.5 x 2.5 mm 
(0.4” x 0.3” x 0.1”)

IEC/EN62368-1
: -40°C  +125°C 

EMI
SCP, OCP, OTP

RxxC1TFxxS 1 3-5.5 3.3, 5 2.5 kVAC / 1 min LGA 5.0 x 4.0 x 1.18 mm
(0.2” x 0.2” x 0.05”)

N/A
5V 3.3V 

: -40°C  +125°C
(1.18mm) IC 

R1M/SMD 1 9-18, 18-36, 
36-72

3.3, 5, 9, 12, 15, 24, 
±5, ±12, ±15 1.6 kVDC / 1 min SMD 14.2 x 9.1 x 10.2 mm

(0.6” x 0.4” x 0.4”)
N/A : -40°C  +90°C

 81%

R1Z 1 3.3, 5, 12, 
15, 24 3.3, 5, 9, 12, 15 1 or 2 kVDC /

1 s SMD 15.24 x 10.7 x 9.0 mm
(0.6” x 0.4” x 0.4”)

EN/IEC/UL60950-1 : -40°C  +70°C (  +85°C)
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DC/DC 

 (W) Vin (VDC) Vout (VDC)  /  (LxWxH)

• 0.5  300 W
 10 kVDC

•
•
• (-R) – 

• (/P) – 
• (Z), (W) – 
• (-HC) – 

• (/SMD) – 
• (/M) – 

DC/DC R1ZX 1 5 5 1 or 2 kVDC /
1 s SMD 15.24 x 11.1 x 8.5 mm

(0.6” x 0.4” x 0.4”)
IEC/EN/UL60950-1
EN/IEC/UL62368-1 : -40°C  +65°C (  +100°C)

RSO (Z) 1

4.5-9, 9-18, 
18-36, 36-72
9-36, 18-72 

(Z)

3.3, 5, 9, 12, 15,
±3.3, ±5, ±9, ±12, 

±15

1, 2, or 3 kVDC 
/ 1 s SIP8 21.8 x 9.2 x 11.1 mm

(0.9” x 0.4” x 0.4”)
EN/IEC/UL60950-1 : -40°C  +85°C (  +100°C) 

2:1  4:1 

RSOK-Z/H3 
(/ADJ) 1 9-36 5, 12 (/ADJ) 3 kVDC / 1 min SIP8 21.8 x 9.2 x 11.1 mm 

(0.9” x 0.4” x 0.4”)
IEC/EN/UL62368-1 : -40°C  +105°C

/ADJ  (3.3 - 17V)

RY 1 5, 9, 12, 15, 
24

5, 9, 12, 15, 24
±5, ±9, ±12, ±15, ±24 1 kVDC / 1 s SIP7 19.65 x 7.05 x 10.2 mm

(0.8” x 0.3” x 0.4”)
EN60950-1 : -40°C  +70°C (  +85°C) 

 (/P)

RYK 1 5 3.3, 5 4 kVDC / 1 s SIP7 19.6 x 6.0 x 10.2 mm 
(0.7” x 0.2” x 0.4”)

EN/IEC/UL62368-1 : -40°C  +105°C
 81%

R2M (/SMD) 2 9-18, 18-36, 
36-72

3.3, 5, 9, 12, 15, 24, 
±5, ±12, ±15 1.6 kVDC / 1 min

DIP8

SMD

13.2 x 9.1 x 10.2 mm 
(0.5” x 0.4” x 0.4”)
14.2 x 9.1 x 10.2 mm 
(0.6” x 0.4” x 0.4”)

N/A : -40°C  +105°C
 81%

RS (Z) 2

4.5-9, 9-18, 
9-36, 18-36, 
18-72, 36-72

(Z)

3.3, 5, 9, 12, 15,
±3.3, ±5, ±9, ±12, 

±15

1, 2, or 3 kVDC 
/ 1 s SIP8 21.8 x 9.2 x 11.1 mm

(0.9” x 0.4” x 0.4”)
EN/IEC/UL60950-1 : -40°C  +85°C (  +100°C) 

2:1  4:1 (Z)

RSK-RUW/H3 
(/ADJ) 2 4.5-36 5, 12 (/ADJ) 3 kVDC / 1 min SIP8 21.8 x 9.2 x 11.1 mm 

(0.9” x 0.4” x 0.4”) IEC/EN/UL62368-1 : -40°C  +105°C
 /ADJ  (3.3 - 17V)
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 (W) Vin (VDC) Vout (VDC)  /  (LxWxH)

DC/DC • 0.5  300 W
 10 kVDC

•
•
• (-R) – 

• (/P) – 
• (Z), (W) – 
• (-HC) – 

• (/SMD) – 
• (/M) – 

DC
/D

C 

RTC2 2 4.5-9, 18-36 5 3 kVDC / 1 s SMD 14.9 x 14.2 x 9.6 mm
(0.6” x 0.6” x 0.4”)

EN/IEC62368-1
: -40°C  +100°C

SMD 

RSH2 2
2.8-5.5, 

4.5-13.2,
9-18, 18-36

3.3, 5, 12, 15, 24 2 or 3 kVDC / 
1 min SMD 18.9 x 17.2 x 8.7 mm

(0.7” x 0.7” x 0.3”)
IEC/EN/UL62368-1
CAN/CSA-C22.2 NO. 
62368-1

: -40°C  +100°C
SMD

RW2 2 4.5-9, 9-18,
18-36, 36-72

3.3, 5, 12, 15,
±5, ±9, ±12, ±15

1, 2, or 3 kVDC 
/ 1 s

Mini 
DIP16
DIP16

SMD

22.1 x 12.55 x 8.5 mm
(0.9” x 0.5” x 0.3”)
24.2 x 14.50 x 9.7 mm
(1.0” x 0.6” x 0.4”)
24.2 x 14.50 x 10.2mm
(1.0” x 0.6” x 0.4”)

IEC/EN60950-1
: -40°C  +85°C (  +95°C) 

DIP16  (/B)
SMD  (/SMD)

REM2A 
(/SMD) 2 4.5-12, 9-18, 

18-36, 36-75
3.3, 5, 9, 12, 15, 24

±12, ±15 5 kVAC / 1 min
DIP16

SMD

24.3 x 14.4 x 10.2 mm
(1.0” x 0.6” x 0.4”)
24.3 x 14.4 x 10.2 mm
(1.0” x 0.6” x 0.4”)

ANSI/AAMI ES60601-1
UL/IEC/EN62368-1
IEC/EN60601-1

: -40°C  +90°C(  +105°C) 
8mm

2MOPP @ 250VAC 

R3M/SMD 3 4.5-18, 9-36, 
18-75

3.3, 5, 9, 12, 15, 24, 
±5, ±12, ±15 1.6 kVDC / 1 min SMD 14.2 x 9.1 x 10.2 mm 

(0.6” x 0.4 x 0.4”)
N/A : -40°C  +105°C

 84%

REC3A 3 4.5-9, 18-36 5 2 kVDC / 1 s DIP24 31.8 x 20.3 x 10.2 mm
(1.3” x 0.8” x 0.4”)

UL60950-1
IEC/EN62368-1 UVLO (/X1)

: -40°C  +85°C (  +100°C)

REC3-R 3
4.5-5.75, 

10.2-13.8, 
20.4-27.6

5, 12, 15
±5, ±12, ±15 1 kVDC / 1 s

DIP24

SMD

32.0 x 20.3 x 10.2 mm
(1.3” x 0.8” x 0.4”)
32.0 x 20.32 x 11.2 mm 
(1.3” x 0.8” x 0.4”) 

EN60950-1
: -40°C  +80°C (  +105°C)

REC3-RW(Z) 3

4.5-9, 9-18, 
18-36, 36-72
9-36, 18-72 

(Z)

3.3, 5, 9, 12, 15,
±5, ±12, ±15

2, 4, or 6 kVDC 
/ 1 s

DIP24

SMD

32.0 x 20.3 x 10.2 mm
(1.3” x 0.8” x 0.4”)
32.0 x 19.9 x 11.2 mm
(1.3” x 0.8” x 0.4”)

EN/UL60950-1 : -40°C  +85°C (  +105°C)
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DC/DC 

 (W) Vin (VDC) Vout (VDC)  /  (LxWxH)

• 0.5  300 W
 10 kVDC

•
•
• (-R) – 

• (/P) – 
• (Z), (W) – 
• (-HC) – 

• (/SMD) – 
• (/M) – 

DC/DC REM3(W) 3

4.5-9, 9-18, 
18-36, 36-75
9-36, 18-75 

(W)

3.3, 5, 12, 15, 24,
±5, ±12, ±15 5 kVAC / 1 min DIP24 31.8 x 20.3 x 10.4 mm

(1.3” x 0.8” x 0.4”)

ANSI/AAMI ES60601-1 
CAN/CSA60601-1
IEC/EN60601-1
EN60601-1-2

 2MOPP @ 250VAC 

5000m , CF 
: -40°C  +100°C

RP03-RAW 3 36-160 3.3, 5, 12, 15, 24,
±5, ±12, ±15 3 kVAC / 1 min DIP24 31.8 x 20.3 x 10.6 mm

(1.3” x 0.8” x 0.4”)
UL/IEC/EN62368-1
EN50155
EN45545-2

: -40°C  +105°C
CE 

RS3 (Z) 3

4.5-9, 9-18, 
18-36, 36-72
9-27, 20-60 

(Z)

3.3, 5, 9, 12, 15,
±3.3, ±5, ±9, ±12, 

±15

1, 2, or 3 kVDC 
/ 1 s SIP8 21.8 x 9.2 x 11.1 mm

(0.9” x 0.4” x 0.4”)
IEC/EN60950-1

: -40°C  +71°C (  +85°C)

RS3K-(Z)/H3 3 4.5-9
9-36(Z)

3.3, 5, 9,12, 15, 24
±5, ±12, ±15, ±24 3 kVDC / 1 min SIP8 21.8 x 9.2 x 11.1 mm 

(0.9” x 0.4” x 0.4”)
EN/IEC/UL62368-1

: -40°C  +105°C

RSH3 3 9-18, 18-36 5, 12, 15, 24
±12, ±15 3 kVDC / 1 min SMD 18.9 x 17.2 x 8.7 mm

(0.7” x 0.7” x 0.3”)
IEC/EN/UL62368-1
CAN/CSA-C22.2 NO. 
62368-1

: -40°C +100°C
SMD

RW 3 4.5-9, 9-18,
18-36, 36-72

3.3, 5, 9, 12, 15,
±5, ±9, ±12, ±15

1 kVDC / 1 s (S)
3 kVDC / 1 s (D)

DIP24

SMD

DIP24

32.3 x 14.7 x 7.0 mm (S)
(1.3” x 0.6” x 0.3”)
32.2 x 14.5 x 10.2 mm (S)
(1.3” x 0.6” x 0.4”)
32.0 x 17.5 x 7.0 mm (D)
(1.3” x 0.7” x 0.3”)

EN60950-1 : -40°C  +85°C (  +95°C)
SMD (RW-S)

Rxx-B 3
5

4.5-6, 10-14, 
14-17, 21-27

41-120, 50-135, 
92-200 3 kVDC / 1 s DIP24 31.8 x 20.3 x 9.4 mm

(1.3” x 0.8” x 0.4”)
EN/IEC60950-1

 200VDC
 400VDC

REC3.5/R 3.5 4.5-9, 9-18,
18-36, 36-75

5, 9, 12, 15, 24,
±5, ±9, ±12, ±15

8 or 10 kVDC / 
1 s DIP24 32.0 x 20.3 x 10.2 mm

(1.3” x 0.8” x 0.4”)
UL60950-1
EN/IEC/UL60601-1 (/R8 & /R10 )

: -40°C  +85°C (  +105°C)
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 (W) Vin (VDC) Vout (VDC)  /  (LxWxH)

DC/DC • 0.5  300 W
 10 kVDC

•
•
• (-R) – 

• (/P) – 
• (Z), (W) – 
• (-HC) – 

• (/SMD) – 
• (/M) – 

DC
/D

C 

REM3.5E 3.5 4.5-9, 9-18,
18-36, 36-75

5, 9, 12, 15, 24
±5, ±9, ±12, ±15

8 or 10 kVDC /
1 s (DIP24)

6 kVDC / 1 min 
(SMD)

DIP24

SMD

31.8 x 20.3 x 10.2 mm
(1.3” x 0.8” x 0.4”)
31.8 x 20.3 x 11.2 mm
(1.3” x 0.8” x 0.4”)

EN/IEC/UL60601-1
ANSI/AAMI ES60601-1

 2MOPP @ 250VAC

CF , 3000m 
: -40°C  +85°C (  +95°C)

REM4A 
(/SMD) 4 4.5-12, 9-18, 

18-36, 36-75
5, 9, 12, 15, 24

±12, ±15 5 k VAC / 1 min
DIP16

SMD

24.3 x 14.4 x 10.2 mm
(1.0” x 0.6” x 0.4”)
24.3 x 14.4 x 10.2 mm
(1.0” x 0.6” x 0.4”)

ANSI/AAMI ES60601-1
UL/IEC/EN62368-1
IEC/EN60601-1

: -40°C  +80°C (  +105°C)
8mm

2MOPP @ 250VAC 

R5M/SMD 5 9-36, 18-75 3.3, 5, 9, 12, 15, 24, 
±5, ±12, ±15 1.6 kVDC / 1 min SMD 14.2 x 9.1 x 10.2 mm 

(0.6” x 0.4” x 0.4”)
N/A : -40°C  +105°C

 84%

REC5K-AW
/H4 5 9-36 5 4 kVDC / 1 s 1”x1” 25.4 x 25.4 x 10.0 mm 

(1.0” x 1.0” x 0.4”)
EN/IEC/UL62368-1

: -40°C  +85°C (  +110°C)

UVLO, SCP

REC5-RW (Z) 5

4.5-9, 9-18, 
18-36, 36-72
9-36, 18-72 

(Z)

3.3, 5, 9, 12, 15,
±5, ±9, ±12, ±15

1.6, 2, 4, or 6 kVDC 
/ 1 s

DIP24

SMD

31.8 x 20.3 x 10.2 mm
(1.3” x 0.8” x 0.4”)
31.8 x 19.9 x 11.2 mm
(1.3” x 0.8” x 0.4”)

EN/IEC/UL60950-1 : -40°C  +75°C (  +105°C)

REC5K-RW
/H4/A (/ADJ) 5 9-36 5, 12 (/ADJ) 4 kVDC / 1 s DIP24 32.1 x 20.6 x 10.2 mm

(1.3” x 0.8” x 0.4”)
EN/IEC/UL62368-1

: -40°C  +85°C (  +110°C)
UVLO, SCP

(/ADJ)

REM5E 5 4.5-9, 9-18,
18-36, 36-75

5, 9, 12, 15, 24
±5, ±9, ±12, ±15

8 or 10 kVDC /
1 s (DIP24)

6 kVDC / 1 min 
(SMD)

DIP 24

SMD

31.8 x 20.3 x 10.2 mm
(1.3” x 0.8” x 0.4”)
31.8 x 20.3 x 11.2 mm
(1.3” x 0.8” x 0.4”)

EN/IEC/UL60601-1
EN/IEC60601-1-2

 2MOPP @ 250VAC 

CF , 3000m 
: -40°C  +80°C (  +95°C)

REC6A 6 4.5-9, 18-36 5 2 kVDC / 1 s DIP24 31.8 x 20.3 x 10.2 mm
(1.3” x 0.8” x 0.4”)

UL62368-1
UL60950-1
EN/IEC62368-1 UVLO  (/X1)

: -40°C  +65°C (  +100°C)

C 
D
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DC/DC 

 (W) Vin (VDC) Vout (VDC)  /  (LxWxH)

• 0.5  300 W
 10 kVDC

•
•
• (-R) – 

• (/P) – 
• (Z), (W) – 
• (-HC) – 

• (/SMD) – 
• (/M) – 

DC/DC REC6/R 6 4.5-9, 9-18,
18-36, 36-75

5, 9, 12, 15, 24,
±5, ±9, ±12, ±15

8 or 10 kVDC /
1 s DIP24 32.0 x 20.3 x 10.2 mm

(1.3” x 0.8” x 0.4”)
UL60950-1
EN/IEC/UL60601-1

 (/R8 & /R10 )
: -40°C  +75°C (  +105°C)

 (A)  (C), UVLO  (/X1)

REC6K-AW 6 9-36, 18-75 3.3, 5, 9, 12, 15, 24,
±5, ±12, ±15 1.5 kVDC / 1 min 1”x1” 25.4 x 25.4 x 10.2 mm 

(1.0” x 1.0” x 0.4”)
EN/IEC/UL62368-1 1”x1” 

CTRL UVLO

REC6K-RW 6 9-36, 18-75 3.3, 5, 9, 12, 15, 24,
±5, ±12, ±15 1.5 kVDC / 1 min DIP24 31.8 x 20.3 x 10.2 mm

(1.3” x 0.8” x 0.4”)
EN/IEC/UL62368-1 DIP24 

REM6(W) 6

4.5-9, 9-18, 
18-36, 36-75
9-36, 18-75 

(W)

3.3, 5, 12, 15, 24,
±5, ±12, ±15 5 kVAC / 1 min DIP24 31.8 x 20.3 x 10.4 mm

(1.3” x 0.8” x 0.4”)
ANSI/AAMI ES60601-1
EN/ICE60601-1
EN60601-1-2

 2MOPP @ 250VAC 
, CF , 5000m 

: -40°C  +105°C

REM6E 6 9-18, 18-36, 
36-75

9, 12, 15, 24
±9, ±12, ±15

8 or 10 kVDC / 
1 s (DIP24)

6 kVDC / 1 min 
(SMD)

DIP24

SMD

31.8 x 20.3 x 10.2 mm
(1.3” x 0.8” x 0.4”)
31.8 x 20.3 x 10.9 mm
(1.3” x 0.8” x 0.43”)

ANSI/AAMI ES60601-1
EN/IEC60601-1-2
EN/IEC60601-1

 2MOPP @ 250VAC 

CF 3000m 
: -40°C  +75°C (  +95°C)

RP06-RAW 6 36-160 3.3, 5, 12, 15, 24
±5, ±12, ±15 3 kVDC / 1 min DIP24 31.8 x 20.3 x 10.6 mm

(1.3” x 0.8” x 0.4”)
UL/IEC/EN62368-1
EN50155
EN45545-2

: -40°C  +105°C
CE 

RS6 6 4.5-9, 9-18,
18-36, 36-75

3.3, 5, 12, 15,
±5, ±12, ±15

1.6 kVDC / 1 min
2 kVDC / 1 s SIP8 21.8 x 9.2 x 11.1 mm

(0.9” x 0.4” x 0.4”)
EN60950-1
EN/IEC62368-1 : -40°C  +75°C (  +100°C)

REC7.5-RW 7.5 9-18, 18-36, 
36-72

3.3, 5, 9, 12, 15,
±5, ±9, ±12, ±15

1, 2, or 3 kVDC 
/ 1 s

DIP24

SMD

32.0 x 20.3 x 10.5 mm
(1.3” x 0.8” x 0.4”)
32.0 x 19.9 x 11.2 mm
(1.3” x 0.8” x 0.4”)

EN/IEC/UL60950-1 : -40°C  +71°C (  +85°C),
SMD  (/SMD)
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 (W) Vin (VDC) Vout (VDC)  /  (LxWxH)

DC/DC • 0.5  300 W
 10 kVDC

•
•
• (-R) – 

• (/P) – 
• (Z), (W) – 
• (-HC) – 

• (/SMD) – 
• (/M) – 

DC
/D

C 

REC8-RW(Z) 8

4.5-9, 9-18, 
18-36, 36-75,
 9-36, 18-75  

(Z)

3.3, 5, 12, 15,
±5, ±12, ±15

2 or 3 kVDC /
1 s

DIP24

SMD

32.0 x 20.3 x 10.2 mm
(1.3” x 0.8” x 0.4”)
32.0 x 19.9 x 11.2 mm
(1.3” x 0.8” x 0.4”)

EN/IEC/UL60950-1 : -40°C  +85°C (  +100°C)
SMD  (/SMD)

REC8E 8 9-18, 18-36, 
20-60

5, 9, 12, 15, 24
±12, ±15 1.6 kVDC / 1 min 1” x 1” 25.4 x 25.4 x 10.5 mm

(1.0” x 1.0” x 0.4”)
EN/IEC/UL62368-1
IEC60950-1 : -40°C  +75°C (  +100°C)

RP08-A(W) 8

9-18, 18-36, 
36-75

9-36, 18-75, 
43-160 (W)

3.3, 5, 12, 15,
±5, ±12, ±15 1.6 kVDC / 1 min

DIP24

SMD

31.8 x 20.3 x 10.2 mm
(1.3” x 0.8” x 0.4”)
32.0 x 20.3 x 11.2 mm
(1.3” x 0.8” x 0.4”)

EN/IEC/UL60950-1
EN50155
EN50121-3-2

: -40°C  +85°C (  +105°C)
4:1  (W)
RP08-AW 

REC10/M(Z) 10

9-18,18-36, 
36-75

9-36, 18-75 
(Z)

3.3, 5, 12, 15,
±5, ±12, ±15

2 or 3 kVDC /
1 s 2” x 1” 50.8 x 25.4 x 10.2 mm

(2.0” x 1.0” x 0.4”)
EN/IEC/UL60950-1

: -40°C  +81°C (  +100°C)

REC10-RW(Z) 10

9-18, 18-36, 
36-75

 9-36, 18-75  
(Z)

3.3, 5, 12, 15,
±5, ±12, ±15

2 or 3 kVDC /
1 s

DIP24

SMD

32.0 x 20.3 x 10.2 mm
(1.3” x 0.8” x 0.4”)
32.0 x 19.9 x 11.2 mm
(1.3” x 0.8” x 0.4”)

EN/IEC/UL60950-1 : -40°C  +81°C (  +100°C)
SMD  (/SMD)

REC10K-AW 10 9-36, 18-75 3.3, 5, 9, 12, 15, 24
±5, ±12, ±15, ±24 1.6 kVDC / 1 min 1” x 1” 25.4 x 25.4 x 10.2 mm

(1.0” x 1.0” x 0.4”)
EN/IEC/UL62368-1 : -40°C  +100°C @

 ±10%

REC10K-RW 10 9-36, 18-75 3.3, 5, 9, 12, 15, 24,
±5, ±12, ±15, ±24 1.6 kVDC / 1 min DIP24 31.8 x 20.3 x 10.4 mm

(1.3” x 0.8” x 0.4”)
EN/IEC/UL62368-1 DIP24 

REM10(W) 10

4.5-9, 9-18, 
18-36, 36-75
 9-36, 18-75  

(W)

3.3, 5, 12, 15, 24,
±5, ±12, ±15 5 kVAC / 1 min DIP24 31.8 x 20.3 x 10.4 mm

(1.3” x 0.8” x 0.4”)
EN/IEC60601-1
ANSI/AAMI ES60601-1
EN60601-1-2

2MOPP @ 250VAC 

CF 5000m 
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DC/DC 

 (W) Vin (VDC) Vout (VDC)  /  (LxWxH)

• 0.5  300 W
 10 kVDC

•
•
• (-R) – 

• (/P) – 
• (Z), (W) – 
• (-HC) – 

• (/SMD) – 
• (/M) – 

DC/DC RP10-A(W) 10

9-18, 18-36, 
36-75

9-36, 18-75 
(W)

3.3, 5, 12, 15, 24,
±5, ±12, ±15 1.6 kVDC / 1 min 1” x 1” 25.4 x 25.4 x 9.9 mm

(1.0” x 1.0” x 0.4”)
UL60950-1

: -40°C  +78°C (  +100°C)
  (-HC)

4:1  (W)

RP10-E(W) 10

9-18, 18-36, 
36-75

9-36, 18-75 
(W)

3.3, 5, 12, 15,
±5, ±12, ±15 1.6 kVDC / 1 min 2” x 1” 50.8 x 25.4 x 10.2 mm

(2.0” x 1.0” x 0.4”)
UL60950-1

RP10-RAW 10 36-160 3.3, 5, 5.1, 2, 15, 24
±5, ±12, ±15 3 kVAC / 1 min DIP24 31.8 x 20.3 x 10.6 mm

(1.3” x 0.8” x 0.4”)
UL/IEC/EN62368-1
EN50155
EN45545-2

: -40°C  +105°C
CE 

RS12-Z 12 9-36, 18-75 3.3, 5, 12, 15, 24 3 kVDC / 1 min SIP8 21.8 x 9.6 x 12.1 mm
(0.9” x 0.4” x 0.5”)

UL/IEC/EN62368-1 : -40°C  +55°C (  +100°C)
4:1 

RP12-A(W) 12

9-18, 18-36, 
36-75

9-36, 18-75 
(W)

3.3, 5.1, 12, 15,
±5, ±12, ±15 1.6 kVDC / 1 min

DIP24

SMD

31.8 x 20.3 x 10.2 mm
(1.3” x 0.8” x 0.4”)
32.0 x 20.3 x 11.2 mm
(1.3” x 0.8” x 0.4”)

UL60950-1 : -40°C  +70°C (  +100°C)

RP12-AR 12 36-160 3.3, 5, 12, 15, 24,
±12, ±15, ±24 3 kVDC / 1 min 1” x 1” 25.4 x 25.4 x 9.9 mm

(1.0” x 1.0” x 0.4”)
IEC/EN60950-1
EN50155

: -40°C  +88°C (  +100°C)
90%

1”x1”

REC15E-Z 15 9-36, 18-75 3.3, 5, 12, 15, 24,
±12, ±15 2 kVDC / 1 s 1” x 1” 25.4 x 25.4 x 10 mm

(1.0” x 1.0” x 0.4”)
EN/IEC/UL62368-1 90%

: -40°C  +75°C ( +105°C)

REC15(-Z)/M 15

9-18, 18-36, 
36-75

9-36, 36-75 
(Z)

3.4, 5.1, 12, 15,
±5, ±12, ±15

2 or 3 kVDC /
1 s 2” x 1” 50.8 x 25.4 x 10.2 mm

(2.0” x 1.0” x 0.4”)
EN/IEC/UL60950-1 (/X2)

: -40°C  +71°C (  +100°C)
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 (W) Vin (VDC) Vout (VDC)  /  (LxWxH)

DC/DC • 0.5  300 W
 10 kVDC

•
•
• (-R) – 

• (/P) – 
• (Z), (W) – 
• (-HC) – 

• (/SMD) – 
• (/M) – 

DC
/D

C 

REM15-W 15 9-36, 18-75 5, 12, 15, 24
±5, ±12, ±15 5 kVAC / 1 min 1.6” x 1” 40.6 x 25.4 x 10.2 mm

(1.6” x 1.0” x 0.4”)

UL60950-1
UL62368-1
IEC60601-1
EN60601-1-2
ANSI/AAMI ES60601-1

2MOPP @ 250VAC 
, 5000m 

4:1 , : -40°C  +105°C

RP15-A(W) 15

9-18, 18-36, 
36-75

9-36, 18-75 
(W)

3.3, 5, 12, 15,
±5, ±12, ±15 1.6 kVDC / 1 min 1” x 1” 25.4 x 25.4 x 9.9 mm

(1.0” x 1.0” x 0.4”)
UL60950-1 : -40°C  +68°C (  +105°C)

RP15-F(W) 15

9-18, 18-36, 
36-75

9-36, 18-75 
(W)

3.3, 5, 12, 15,
±5, ±12, ±15 1.6 kVDC / 1 min 2” x 1” 50.8 x 25.4 x 10.2 mm

(2.0” x 1.0” x 0.4”)
UL60950-1

RPM(D) 15-60
9.5-18,

9.5-36, 10-40, (D)
18-36, 18-75, 

36-75

3.3, 5, 12, 15,
±5, ±12, ±15
5/±12, 5/±15

1.6 kVDC / 1 min

101.6 x 57.2 x 19.0 mm
(4.0” x 2.3” x 0.7”)
24.5 x 57.6 x 125.0 mm (D)
(1.0” x 2.3” x 4.9”)

EN/IEC60950-1

, 
/  RPM

 RPMD 

REC20 (Z) 20

9-18, 18-36, 
36-75, 9-36, 

18-75
(Z)

3.4, 5.1, 12, 15
±5, ±12, ±15 1.6 kVDC / 1 min 2” x 1”

50.8 x 25.4 x 10.2 mm
(2.0” x 1.0” x 0.4”)
50.8 x 25.4 x 10.5 mm (Z)
(2.0” x 1.0” x 0.4”)

EN/IEC/UL60950-1 5000m 
: -40°C  +75°C (  +100°C)

REC20K-Z 20 9-36, 18-75 3.3, 5, 9, 12, 15, 24
±12, ±15 2 kVDC / 1 min 1” x 1” 25.4 x 25.4 x 10.2 mm

(1.0” x 1.0” x 0.4”)
EN/IEC/UL62368-1 : -40°C  +70°C (  +105°C)

REM20-W 20 9-36, 18-75 5, 12, 15, 24
±5, ±12, ±15 5 kVAC / 1 min 1.6” x 1” 40.6 x 25.4 x 10.2 mm

(1.6” x 1.0” x 0.4”)

UL60950-1
UL62368-1
IEC60601-1
EN60601-1-2
ANSI/AAMI ES60601-1

2MOPP @ 250VAC 
, 5000m 

: -40°C  +83°C (  +105°C)

RP20-A(W) 20

9-18, 18-36, 
36-75,

9-36, 18-75 
(W)

3.3, 5, 12, 15,
±12, ±15 1.6 kVDC / 1 min 1” x 1” 25.4 x 25.4 x 9.9 mm

(1.0” x 1.0” x 0.4”)
UL60950-1 : -40°C  +70°C (  +102°C)
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DC/DC 

 (W) Vin (VDC) Vout (VDC)  /  (LxWxH)

• 0.5  300 W
 10 kVDC

•
•
• (-R) – 

• (/P) – 
• (Z), (W) – 
• (-HC) – 

• (/SMD) – 
• (/M) – 

DC/DC RP20-F(W) 20

9-18, 18-36, 
36-75,

9-36, 18-75 
(W)

3.3, 5, 12, 15,
±12, ±15 1.6 kVDC / 1 min 2” x 1” 50.8 x 25.4 x 10.2 mm

(2.0” x 1.0” x 0.4”)
UL60950-1

RP20-FR 20 9-36, 18-75
43-160

3.3, 5, 12, 15,
±12, ±15 2.25 kVDC / 1 min 2” x 1” 50.8 x 25.4 x 10.2 mm

(2.0” x 1.0” x 0.4”)
UL60950-1
EN50155 : -40°C  +79°C (  +101°C)

RPA20-AW 20 9-36 3.3, 5, 12, 15,
±12, ±15 1.6 kVDC / 1 min 1” x 1” 25.4 x 25.4 x 10.2 mm

(1.0” x 1.0” x 0.4”)
EN/IEC/UL60950-1
EN50155

: -40°C  +70°C (  +90°C)

RPA20-FR 20 36-160 5, 5.1, 12, 15, 24
±5, ±12, ±15 3 kVAC / 1 min 1.6” x 1” 40.6 x 25.4 x 10.2 mm

(1.6” x 1.0” x 0.4”)
EN/IEC/UL62368-1
EN50155 : -40°C  +105°C

 90%

REC30 (Z) 30

9-18, 18-36, 
36-75,

9-36, 18-75 
(Z)

3.4, 5.1, 12, 15
±12, ±15 1.6 kVDC / 1 min 2” x 1.6” 50.8 x 40.6 x 10.2 mm

(2.0” x 1.6” x 0.4”)
EN/IEC/UL60950-1 : -40°C  +70°C (  +100°C)

REC30K-(Z) 30 9-36, 18-75
36-72

3.3, 5, 9 12, 15, 24
±5, ±12, ±15 2 kVDC / 1 min 1” x 1” 25.4 x 25.4 x 10.2 mm

(1.0” x 1.0” x 0.4”)
EN/IEC/UL62368-1 : -40°C  +60°C  (  +105°C)

REC30E-Z 30 9-36, 18-75 3.3, 5, 12, 15, 24, 
±12, ±15 2 kVDC / 1 min 1” x 1” 25.4 x 25.4 x 10.0 mm

(1.0” x 1.0” x 0.4”)
UL/IEC/EN62368-1 : -40°C  +105°C

 91%

REM30-W 30 9-36, 18-75 5, 12, 15, 24
±5, ±12, ±15 5 kVAC / 1 min 2” x 1” 50.8 x 25.4 x 10.2 mm

(2.0” x 1.0” x 0.4”)

UL60950-1
UL62368-1
IEC60601-1
EN60601-1-2
ANSI/AAMI ES60601-1

2MOPP @ 250VAC 
, 5000m 

: -40°C  +85°C (  +105°C)
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 (W) Vin (VDC) Vout (VDC)  /  (LxWxH)

DC/DC • 0.5  300 W
 10 kVDC

•
•
• (-R) – 

• (/P) – 
• (Z), (W) – 
• (-HC) – 

• (/SMD) – 
• (/M) – 

DC
/D

C 

RP30-E(W) 30

9-18, 18-36, 
36-75

10-40, 18-75 
(W)

3.3, 5, 12, 15,
±12, ±15 1.6 kVDC / 1 min 2” x 1.6” 50.8 x 40.6 x 10.2 mm

(2.0” x 1.6” x 0.4”)
UL60950-1

RP30-F(W) 30

9-18, 18-36, 
36-75

9-36, 18-75 
(W)

3.3, 5, 12, 15,
±5, ±12, ±15 1.6 kVDC / 1 min 2” x 1” 50.8 x 25.4 x 10.2 mm

(2.0” x 1.0” x 0.4”)
UL60950-1

RPA30-AW 30 9-36 3.3, 5, 12, 15,
±12, ±15 1.6 kVDC / 1 min 1” x 1” 25.4 x 25.4 x 10.2 mm

(1.0” x 1.0” x 0.4”)
EN/IEC/UL60950-1
EN50155

: -40°C  +55°C (  +88°C)

RP40-FR 40 9-36, 18-75,
43-160

3.3, 5, 12, 15, 24,
±12, ±15, ±24

1.6 or 3 kVDC / 
1 min 2” x 1” 50.8 x 25.4 x 10.2 mm

(2.0” x 1.0” x 0.4”)
UL60950-1
EN50155
EN50121-3-2

3 kVDC (110Vin)
OTP 110°C 

: -40°C  +105°C

RP40-G(W) 40

9-18, 18-36, 
36-75

9-36, 18-75 
(W)

3.3, 5, 12, 15,
±12, ±15

5/±12, 5/±15
1.6 kVDC / 1 min 2” x 2” 50.8 x 50.8 x 10.2 mm

(2.0” x 2.0” x 0.4”)
UL60950-1

RP40Q-
RUW(B) 40 16-160 5, 12, 15, 24, 48 3 kVAC / 1 min 1/4 brick 57.9 x 36.8 x 12.7 mm

(2.3” x 1.4” x 0.5”)
EN/IEC/UL62368-1
EN50155

12:1

:  -40°C  +85°C (  +105°C)
 (-HC), CE 

RPA40-FR 40 36-160 5, 5.1, 12, 15, 24, 
±12, ±15 3 kVAC / 1 min 2” x 1” 50.8 x 25.4 x 10.2 mm

(2.0” x 1.0” x 0.4”)
UL/IEC/EN62368-1
EN45545-2
EN50155

: -40°C  +105°C
 90%

RPA50S-W 50 18-75 3.3, 5, 12 2.25 kVDC / 1 min 1/16 
brick

33.0 x 22.8 x 9.5 mm
(1.3” x 0.9” x 0.4”)

EN/IEC/UL60950-1
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DC/DC 

 (W) Vin (VDC) Vout (VDC)  /  (LxWxH)

• 0.5  300 W
 10 kVDC

•
•
• (-R) – 

• (/P) – 
• (Z), (W) – 
• (-HC) – 

• (/SMD) – 
• (/M) – 

DC/DC REM60-W 60 9-36, 18-75 5, 5.1, 12, 15, 24, 
±12, ±15 3 kVAC / 1 min 1/4 brick  57.9 x 36.8 x 12.7 mm 

(2.3” x 1.4” x 0.5”)
EN60601-1-2
ANSI/AAMI ES60601-1
UL/IEC/EN62368-1

: -40°C  +105°C
 90%

RP60-G 60 18-36, 36-75 3.3, 5, 12, 15 1.6 kVDC / 1 min 2” x 2” 50.8 x 50.8 x 10.2 mm
(2.0” x 2.0” x 0.4”)

UL60950-1

RP60Q-
RUW(B) 60 16-160 5, 12, 15, 24, 48 3 kVAC / 1 min 1/4 brick 57.9 x 36.8 x 12.7 mm

(2.3” x 1.4” x 0.5”)
EN/IEC/UL62368-1
EN50155

12:1

:  -40°C  +68°C (  +105°C)
 (-HC), CE 

RPA60-FW 60 9-36 5, 12, 15, 24 1.5 kVDC / 1 min 2” x 1” 50.8 x 25.4 x 10.2 mm
(2.0” x 1.0” x 0.4”)

EN/IEC/UL60950-1
EN50155
EN50121-3-2  (-HC)

: -40°C  +68°C (  +93°C)

RP75H-RW 75 9-36, 18-75,
43-160 5, 12, 15, 24, 48 2.25 kVDC / 1 min

3 kVAC / 1 min 1/2 brick 61.0 x 57.9 x 12.7 mm
(2.4” x 2.3” x 0.5”)

EN/IEC/UL60950-1
EN50155 OTP  +115°C (±5°C)

3 kVAC  110VDC (Vin)

RP90Q-RW 90 9-36, 16.5-75,
40-160 5, 12, 15, 24, 48 2.25 kVDC / 1 min

3 kVAC / 1 min 1/4 brick 57.9 x 36.8 x 12.7 mm
(2.3” x 1.4” x 0.5”)

EN/IEC60950-1
EN50155 OTP  +110°C (±5°C)

3 kVAC  110VDC (Vin)

RP100H-RW 100 9-36, 16.5-75,
43-160 5, 12, 15, 24, 48 2.25 kVDC / 1 min

3 kVAC / 1 min 1/2 brick 61.0 x 57.9 x 12.7 mm
(2.4” x 2.3” x 0.5”)

EN/IEC/UL60950-1
EN50155 OTP +115°C (±5°C)

3 kVAC  110VDC (Vin)

RPA100E-W 100 18-75 5, 12 1.5kVDC 1/8 brick 58.4 x 22.8 x 11.0 mm 
(2.3“ x 0.9“ x 0.4”)

UL62368-1
-20% +10%

: -40°C +85°C
UVLO, OTP, OVP, OCP SCP

92%, 
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 (W) Vin (VDC) Vout (VDC)  /  (LxWxH)

DC/DC • 0.5  300 W
 10 kVDC

•
•
• (-R) – 

• (/P) – 
• (Z), (W) – 
• (-HC) – 

• (/SMD) – 
• (/M) – 

DC
/D

C 

RPA100H-
RUW 100 16.5-140 12, 15, 24, 48 4.242 kVDC /

 1 min 1/2 brick 60.6 x 63.1 x 13.0 mm
(2.4” x 2.5” x 0.5”)

EN/IEC/UL60950-1
EN50155
EN50121-2-3

DC  (10:1)

OTP  +105°C 
3 kVAC (I/P O/P)

RP120Q-RW 120 9-36, 16.5-75,
40-160 5, 12, 15, 24, 48 2.25 kVDC / 1 min

3 kVAC / 1 min 1/4 brick 57.9 x 36.8 x 12.7 mm
(2.3” x 1.4” x 0.5”)

EN/IEC60950-1
EN50155 OTP  +110°C (±5°C)

3 kVAC  110VDC (Vin)

REC150H-UW 150 9-75 12, 24, 28, 48, 54 3 kVDC / 1 min 1/2 brick 61.0 x 57.9 x 12.7 mm
(2.4” x 2.3” x 0.5”)

IEC/EN62368-1
EN50155

: -40°C  +105°C
 90%

OTP, OVP, OCP, UVLO, 

RPA150E-EW 150 9-60 12, 24, 48 3 kVDC / 1 min 1/8 brick 58.4 x 22.9 x 12.9 mm 
(2.3” x 0.9” x 0.5”)

EN/IEC/UL60950-1
EN/IEC/UL62368-1
EN50155
EN45545-2

 +/-20%
: -40°C  +85°C, OTP +128°C

92 %, 

RPA150Q-
RUW 150 14.4-170 12, 15, 24, 54 4.242 kVDC / 

1 min 1/4 brick 60.6 x 39.0 x 12.7 mm
(2.29” x  1.5” x 0.5”)

UL62368-1
EN45545
EN50155 

 90%,
: -40°C +85°C, OTP +125°C

, 16:1

RP180H-RW 180 9-36, 16.5-75,
43-160 5, 12, 15, 24, 48 2.25 kVDC / 1 min

3 kVAC / 1 min 1/2 brick 61.0 x 57.9 x 12.7 mm
(2.4” x 2.3” x 0.5”)

EN/IEC/UL60950-1
EN50155 OTP  +120°C

3 kVAC  110VDC (Vin)

RPA200H-
RUW 200 16.5-140 12, 15, 24, 48 4.242 kVDC / 

1 min 1/2 brick 60.6 x 63.1 x 13.0 mm
(2.4” x 2.5” x 0.5”)

EN/IEC/UL60950-1
EN50155

DC  (10:1)

OTP  +105°C
3 kVAC (I/P O/P)

RP240H-RW 240 9-36, 16.5-75,
43-160 5, 12, 15, 24, 48 2.25 kVDC / 1 min

3 kVAC / 1 min 1/2 brick 61.0 x 57.9 x 12.7 mm
(2.4” x 2.3” x 0.5”)

EN/IEC/UL60950-1
EN50155 OTP  +120°C

3 kVAC  110VDC (Vin)
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DC/DC 

 (W) Vin (VDC) Vout (VDC)  /  (LxWxH)

• 0.5  300 W
 10 kVDC

•
•
• (-R) – 

• (/P) – 
• (Z), (W) – 
• (-HC) – 

• (/SMD) – 
• (/M) – 

DC/DC REC300H-W 300 9-36 12, 15, 24, 48 3 kVDC / 1  min 1/2 brick 61.0 x 57.9 x 12.7 mm
(2.4” x 2.3” x 0.5”)

EN62368-1
: -40°C  +100°C

 90%
OTP, OVP, OCP, UVLO, 

RPA300E 300 36-72 32 2.25 kVDC / 1 min 1/8 brick 58.4 x 22.8 x 12.7 mm 
(2.3” x 0.9” x 0.5”)

UL62368-1
: 16-35V

:  -40°C  +85°C
UVLO, OTP, OVP, OCP, SCP 

94.8%, 
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 (W) Vin (VDC) Vout (VDC)  /  (LxWxH)

DC/DC 
IGBT / SiC MOSFET / GaN

• GBT, SiC  GaN 
•  3 W
•  6.4 kVDC

•
•
•

•
• (/P) – 
•

DC
/D

C 

RP-xx1509D
RP-xx06S 1 5, 12, 24

5, 12, 15, 24
+15/-9

6 5.2 kVDC / 1 s SIP7 19.65 x 7.05 x 10.2 mm
(0.8” x 0.3” x 0.4”)

EN/IEC/UL60950-1
IEC/EN60601-1

 IGBT/GaN 
: -40°C  +85°C (  +100°C) 

RP-xx06S 

RxxP1509D
RxxP06S 1 5, 12, 24

5, 12, 15, 24
+15/-9

6 6.4 kVDC / 1 s SIP7 19.5 x 9.8 x 12.5 mm
(0.8” x 0.4” x 0.5”)

EN/IEC60950-1
EN/IEC/UL62368-1

 IGBT/GaN 
: -40°C  +90°C (  +95°C) 

 (/P)

R9C1T18/R 1.5 8.5-18  2.5-15.5
-2.5 to (-15.5) 5 kVAC / 1 min SMD 12.83 x 7.5 x 3.55 mm

(0.5” x 0.3” x 0.1”)
N/A

 IGBT/SiC/GaN 
CMTI 

5kVAC / 1 min 
: -40°C  +125°C @

R12C2T12/R 1.5 9-18  2.5-15.5
-2.5 to (-15.5) 5 kVAC / 1 min SMD 12.83 x 7.5 x 3.55 mm

(0.5” x 0.3” x 0.1”)
N/A

 IGBT/SiC/GaN 
CMTI 

5kVAC / 1 min 
: -40°C  +125°C @

R24C2T25 2 21-27 2.5-22.5
-2.5 to (-22.5)

3 kVAC / 1 min SMD 12.83 x 7.5 x 3.55 mm
(0.5” x 0.3” x 0.1”)

N/A

 IGBT/SiC/GaN 
CMTI 

: -40°C  +125°C

OPP, OTP, UVLO, OVLO

RGZ-xx1509D 2 5, 12, 24 +15/-9 3 or 4 kVDC /
1 s DIP14 19.9 x 10.0 x 7.1 mm

(0.8” x 0.4” x 0.3”)
EN60950-1  IGBT 

: -40°C  +90°C (  +95°C) 
 (/P)

RKZ-xx1509D
RKZ-xx2005D 2 5, 12, 24

5, 12, 15, 24
+15/-9
+20/-5

3 or 4 kVDC /
1 s SIP7 19.65 x 7.05 x 10.2 mm

(0.8” x 0.3” x 0.4”)
EN/IEC/UL60950-1  IGBT/SiC 

: -40°C  +85°C (  +100°C) 
 (/P)

RV-xx1509D 2 5, 12, 24 +15/-9 6 kVDC / 1 s DIP24 32.35 x 14.7 x 11.1 mm
(1.3” x 0.6” x 0.4”)

EN60950-1  IGBT 
: -40°C  +90°C (  +95°C) 
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 (W) Vin (VDC) Vout (VDC)  /  (LxWxH)

DC/DC 
IGBT / SiC MOSFET / GaN

• GBT, SiC  GaN 
•  3 W
•  6.4 kVDC

•
•
•

•
• (/P) – 
•

DC/DC 

RxxP21503D
RxxP21509D
RxxP22005D
RxxP209S

2

12, 15, 24
5, 12, 24

5, 12, 15, 24
5, 12, 15, 24

+15/-3
+15/-9
+20/-5

9

6.4 kVDC / 1 s SIP7 19.5 x 9.8 x 12.5 mm
(0.8” x 0.4” x 0.5”)

EN/IEC/UL60950-1
EN/IEC/UL62368-1

 IGBT/SiC 
: -40°C  +90°C (  +95°C) 

 (/P)

R12C2T25/R 2.5 9-18 2.5-22.5
-2.5 to (-22.5)

5 kVAC / 1 min SMD 12.83 x 7.5 x 3.55 mm
(0.5” x 0.3” x 0.1”)

N/A

 IGBT/SiC/GaN 
CMTI 

5kVAC / 1 min 
: -40°C  +125°C @

R15C2T25/R 2.5 13.5-18 2.5-22.5
-2.5 to (-22.5)

5 kVAC / 1 min SMD 12.83 x 7.5 x 3.55 mm
(0.5” x 0.3” x 0.1”)

N/A

 IGBT/SiC/GaN 
CMTI 

5kVAC / 1 min 
: -40°C  +125°C @

R24C2T25/R 2.5 21-27 2.5-22.5
-2.5 to (-22.5) 5 kVAC /  1 min SMD 12.83 x 7.5 x 3.55 mm

(0.5” x 0.3” x 0.1”)
N/A

 IGBT/SiC/GaN 
CMTI 

5kVAC / 1 min 
: -40°C  +125°C @

RA3/SMD 3 5, 12, 24 8, 9, +7/-1, +15/-3, 
+15/-5, +20/-5 5.2 kVDC / 1 min DIP16

SMD
23.4 x 15.0 x 8.5 mm
(0.9” x 0.6” x 0.3”)

UL/IEC/EN62368-1
EN61204-3

: -40°C  +85°C
IGBT, Si, SiC, GaN

 <10pf
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&

• 40  4000 W
•  Melcher RCM 
•
•

•
•  10ms
•
•

• OR 

•
•

•
•

 (W) Vin(VDC) Vout (VDC)  / (LxWxH)

Po
w

er
 So

lu
tio

ns
Po

w
er

 So
lu

tio
ns

DC
/D

C 

RMD40-UW 40 14.4-154 24 4.2 kVDC 100.0 x 60.0 x 30.0 mm
(3.9” x 2.3” x 1.2”)

EN62368-1, EN50155
EN45545-2
EN50124-1
EN50121-3-2
EN61373

RMD75-UW 75 14.4-170 24 4.2 kVDC 110.0 x 73.0 x 40.0 mm
(4.3” x 2.8” x 1.6”)

IEC/EN62368-1
EN45545-2
EN50124-1
EN50121-3-2
EN61373, EN50155

RMD150-UW
(-E) 150 14.4-154 24 5 kVDC 188.6 x 116.0 x 42.5 mm

(7.4” x 4.6” x 1.7”)

IEC/EN62368-1
EN50121-3-2
EN50124-1 
EN45545-2
EN61373, EN50155

24-110V  94%

-50°C +90°C  ( )
10% 165W 10 s

RMD300-UW
(-E) 300 14.4-170 24, 110 5 kVDC 209.0 x 141.0 x 48.0 mm

(8.2” x 5.5” x 1.9”)

IEC/EN62368-1
EN50121-3-2
EN50124-1   
EN45545-2 
EN61373, EN50155

24-110V  95%

-50°C +90°C  ( )
10% 330W 10 s

RMOD300-
UW 300 18-126 12.2, 13.7, 24.5 2.25 kVDC 190.0 x 76.0 x 44.0 mm 

(7.5’’ x 3.0’’ x 1.7’’)

UL60950
EN12895
CISPR11 class A 
ISO7637-2

IP67 
: -40°C  +75°C

: UVLO, : OCL, SCP, OVP, OTP

RMOD360-
UW 360 18-126 24.5 2.25 kVDC 190.0 x 76.0 x 44.0 mm 

(7.5’’ x 3.0’’ x 1.7’’)

UL60950
EN12895
CISPR11 class A 
ISO7637-2

: -40°C  +75°C

: UVLO, : OCL, SCP, OVP, OTP

RMOD400-
EW 400 24-120 13 2.5 kVDC / 1 min 203.0 x 115.0 x 61.0 mm 

(8.0’’ x 4.5’’ x 2.4’’)

EN12895/CISPR11 
class A 
CE/ISO7637-2 
IEC/EN/UL62368-1

IP69K 
:  -35°C  +80°C

: UVLO, : OCL, SCP, OVP, OTP

RMOD400-W 400 12-56
24-96 13, 24 2.5 kVDC / 1 min 203.0 x 115.0 x 61.0 mm 

(8.0’’ x 4.5’’ x 2.4’’)

EN12895/CISPR11 
class A 
CE/ISO7637-2
IEC/EN/UL62368-1

IP65 (24V) / IP69K (13V) 
:  -35°C  +70/80°C

: UVLO, : OCL, SCP, OVP, OTP
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&

• 40  4000 W
•  Melcher RCM 
•
•

•
•  10ms
•
•

• OR 

•
•

•
•

 (W) Vin(VDC) Vout (VDC)  / (LxWxH)

Pow
er Solutions

Pow
er Solutions

DC/DC RMD500-EW 500 43.2-170 24 5 kVDC 209.0 x 141.0 x 48.0 mm
(8.23” x 5.56” x 1.9”)

EN50155
EN50124-1
IEC/EN62368-1
EN61373

72/110V 
 96%

RMOD500-W
(/OR) 500 32-96 13.7, 12.4, 24.5

13, 11.7, 23.5 (/OR) 2.25 kVDC 198.0 x 113.0 x 45.0 mm 
(7.8’’ x 4.4’’ x 1.8’’)

IEC/EN/UL62368-1
EN12895-2015
EN55011
EN55014-2
CISPR11 class A

IP67
: -40°C  +90°C

: UVLO, : OCL, SCP, OVP, OTP
/

RMOD600-
EW 600 24-120 13 2.5 kVDC / 1 min 203.0 x 115.0 x 71.0 mm 

(8.0’’ x 4.5’’ x 2.8’’)

EN12895/CISPR11 
class A 
CE/ISO7637-2 
IEC/EN/UL62368-1

IP69K 
: -40°C  +80°C

: UVLO, : OCL, SCP, OVP, OTP

RMOD600-W 600 24-120 24 2.5 kVDC / 1 min 203.0 x 115.0 x 71.0 mm 
(8.0’’ x 4.5’’ x 2.8’’)

CISPR11 class A
CE/ISO7637-2 
IEC/EN/UL62368-1

IP65 
: -35°C  +70°C

: UVLO, : OCL, SCP, OVP, OTP

RMD1000-W 600-1000 24, 36, 48,
72, 110

24, 36,
48, 72, 110 2.2 kVAC 257.5 x 197 x 69.0 mm 

(10.2’’ x 9.7’’ x 3.1’’)

EN62368-1
EN50121-3-2
EN50124-1
EN45545-2
EN61373, EN50155 @OT4 70/85°C

RMOD2000-
EW 2000 180-950 14, 28 3 kVDC 316.0 x 254.0 x 83.0 mm 

(12.4’’ x 10.0’’ x 3.3’’)
EN62477-1
EN/ISO 114521
ECE R10

800V
 DC/DC

IP, 

RMOD4000-
EW 4000 180-950 14, 28 3 kVDC 316.0 x 254.0 x 83.0 mm 

(12.4’’ x 10.0’’ x 3.3’’)
EN62477-1
EN/ISO 114521
ECE R10

800V
 DC/DC

IP, 
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DC/DC • EMC SMD 
• J-STD-020C 250°C±5°C

DC
/D

C 

RLS-397 : 2.1A, : 3.9μH

RI3, RS, RSO,
R1Z, RS3, R-78xx-1.0,

R-78xx-0.5, R-78Exx-0.5,
R-78AAxx-0.5, 

R-78Bxx-1.5, R-78Bxx-1.0L

RECOM
RoHS

SMD

RLS-567 : 1.9A, : 5.6μH

RK/H6, RI3, RS, RS3,
RW2, R-78xx-1.0,

R-78xx-0.5, 
R-78AAxx-0.5,

R-78Cxx-1.0, R-78Bxx-1.5

RECOM
RoHS

SMD

RLS-126 : 1.4A, : 12μH
R1S, R2S, R1SE, RH/H6, 
RKZ, RS, RSO, REC5, R1Z, 
R-78Exx-1.0, R-78Exx-0.5, 
R-78Cxx-1.0, R-78Bxx-1.5

RECOM
RoHS

SMD

RLS-186 : 2.14A, : 18μH REC5
RECOM
RoHS

SMD

RLS-226 : 1.0A, : 22μH
RO, RM, ROM, RK, RB, RP, 

RE, ROE, RK/H6, 
RH/H6, RxxPxx, RKZ, REC5, 

RW2

RECOM
RoHS

SMD

RLS-686 : 1.05A, : 68μH R-78Exx-1.0
RECOM
RoHS

SMD

RLS-105 : 1.1A, : 100μH REC5
RECOM
RoHS

SMD
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DC/DC

 (W) Vin(VDC) Vout (VDC)  / (LxWxH)

DC/DC RSP20-168 20 40-160 168 N/A DIP24 31.8 x 20.3 x 10.2 mm
(1.25” x 0.8” x 0.4”)

UK BRB/RIA12
NF F 01-510 : -40°C +95°C

RSP150-168 150 40-160 168 N/A 1.6” x 1” 40.6 x 25.4 x 10.2 mm
(1.6” x 1.0” x 0.4”)

UK BRB/RIA12
NF F 01-510 : -40°C +95°C

RSP300-168 300 40-160 168 N/A 1.6” x 1” 40.6 x 25.4 x 10.2 mm
(1.6” x 1.0” x 0.4”)

UK BRB/RIA12
NF F 01-510 : -40°C +95°C

RSP45-M 45 9-36 40 N/A 1.6” x 1” 40.6 x 25.4 x 10.2 mm
(1.6” x 1.0” x 0.4”)

MIL-STD-461G
MIL-STD-1275E

SCP, OCP, OVP, OTP, UVP

ON/OFF 

RSP150-M 150 9-36 40 N/A 1/4 brick 57.9 x 36.8 x 12.7 mm
(2.3” x 1.5” x 0.5”)

MIL-STD-461G
MIL-STD-1275E

SCP, OCP, OVP, OTP, UVP

ON/OFF

RSP250-M 250 9-36 40 N/A 1/4 brick 57.9 x 36.8 x 12.7 mm
(2.3” x 1.5” x 0.5”)

MIL-STD-461G
MIL-STD-1275E

SCP, OCP, OVP, OTP, UVP

ON/OFF
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•
• MTBF 2100
•
•

•  SMD 
•
•
• RoHS 

REACH 
•  3 
•

 (A) Vin (VDC) Vout (VDC)  (LxWxH)

R-78HE-0.3 0.3 6.5-72 5 SIP3 11.5 x 8.5 x 12.5 mm
(0.5” x 0.3” x 0.7”)

N/A
 (6.5V - 72V)

100V 
: -40°C  +105°C (  +115°C)

R-78HB-0.5
R-78HB-24-0.3

0.5
(0.3)

9-72
(36-72)

3.3, 5, 6.5, 9, 12, 15
(24) SIP3 11.5 x 8.5 x 17.5 mm

(0.5” x 0.3” x 0.7”)
EN/IEC60950-1

72Vin
 Class B 

 & 
: -40°C  +71°C (  +85°C)

R-78CK-0.5 0.5 5-40 3.3, 5, 12 ,15 SIP3 11.5 x 7.55 x 10.2 mm 
(0.5” x 0.3’’ x 0.4’’)

EN/IEC62368-1
: -40°C  +100°C

 96%

R-78K-0.5 0.5 4.5-36 1.5, 1.8, 2.5, 3.3, 5, 
6.5, 9, 12 ,15 SIP3 11.5 x 7.55 x 10.2 mm

(0.5” x 0.3” x 0.4”)
EN/IEC62368-1 : -40°C  + 90°C @

 96%

R-78HB-0.5/W 0.5 9-72 5, 12 SIP3 12.1 x 9.7 x 24.0 mm
(0.5” x 0.4” x 0.9”)

EN/IEC60950-1

72Vin
,  Class B 

& 
: -40°C  +71°C (  +85°C)

R-78W-0.5 0.5 6.5-32 3.3, 5, 9, 12 SIP3 11.5 x 8.5 x 17.5 mm
(0.5” x 0.3” x 0.7”)

EN/IEC60950-1 : -40°C  +71°C (  +85°C)

R-78AA-0.5SMD 0.5 4.75-32 1.5, 1.8, 2.5, 3.3, 5,
6.5, 9, 12, 15 SMD 15.3 x 9.6 x 8.8 mm

(0.6” x 0.4” x 0.4”)
EN/IEC60950-1

: -40°C  +71°C (  +85°C)

ROF-78E 0.5 5-36 3.3, 5, 12 SMD 12.5 x 13.5 x 4.0 mm
(0.5” x 0.5” x 0.2”)

N/A

: -40°C  +75°C (  +85°C)
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•
• MTBF 2100
•
•

•  SMD 
•
•
• RoHS 

REACH 
•  3 
•

 (A) Vin (VDC) Vout (VDC)  (LxWxH)

R-78K-1.0 1.0 4.5-36 1.8, 2.5, 3.3, 5, 
9, 12 ,15 SIP3 11.5 x 7.55 x 10.2 mm

(0.5” x 0.3” x 0.4”)
EN/IEC62368-1 : -40°C +90°C (  +100°C) 

 95%

R-78AA-1.0SMD 1.0 4.75-18 1.5, 1.8, 2.5, 3.3, 5 SMD 15.3 x 9.6 x 8.8 mm
(0.6” x 0.4” x 0.4”)

EN/IEC60950-1

: -40°C  +60°C (  +85°C)

R-78B-1.0 1.0 4.75-32 1.5, 1.8, 2.5, 3.3,
5, 6.5, 9, 12, 15 SIP3 11.5 x 8.5 x 17.5 mm

(0.5” x 0.3” x 0.7”)
EN/IEC60950-1

: -40°C  +85°C
90°  (L) 

97%

R-78C-1.0 1.0 5-42 1.8, 3.3, 5, 9, 12, 15 SIP3 11.6 x 8.5 x10.4 mm
(0.5” x 0.3” x 0.4”)

EN/IEC60950-1 : -40°C  +85°C

R-78T-1.0 1.0 7-42 3.3, 5, 12 SMD

23.0 x 27.2 x 10.0 mm (/AC 
or /AL) (0.9” x 1.1” x 0.4”)
23.0 x 29.4 x 8.0 mm (/FC)
(0.9” x 1.2” x 0.3”)

N/A
TI EOL 

: -40°C  +85°C

R-78B-1.5 (L) 1.5 4.5-18 3.3, 5, 6.5 SIP3 11.5 x 8.5 x 17.5 mm
(0.5” x 0.3” x 0.7”)

IEC/EN60950-1
: -45°C  +85°C

90° (L)
95%

R-78K-2.0(L) 2.0 4.5-36 1.2, 1.5, 1.8, 2.5, 3.3, 
5, 9, 12, 15 SIP3 11.5 x 8.5 x 17.5 mm

(0.5” x 0.3” x 0.7”)
EN/IEC62368-1 : -40°C +90°C 

90° (L)
 96%

RPMA-4.5
RPMA-8.0  

4.5
8 9-53 5-30

3.3-16.5
1/32 
brick

19.1 x 23.4 x 9.6 mm 
(0.75” x 0.9” x 0.4”)

N/A

: -40°C +85°C
OCP, OTP, CTRL
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 (A) Vin (VDC) Vout (VDC)  (LxWxH)

•
• MTBF 2100
• (-R) – 

• (-Tray) - 
•

 98%

•  SMD 
•
•

•

RPMGE-10 10 18-75 5, 12 1/8 
brick

56.4 x 22.9 x 11.97 mm 
(2.2” x 0.9” x 0.5”)

N/A
: -40°C  +120°C

 92%
 3.3 -15VDC

RPMGS-20 20 18-75 3.3-8
8-24

1/16 
brick

36.83 x 34.04 x 15.0 mm 
(1.4” x 1.3” x 0.6”)

N/A

: -40°C  +120°C 
 97%

UVLO, OTP,  OCP 

RPMGQ-20 20 18-75 3.3-8
8-24

1/4 
brick

56.4 x 36.83 x 15.0 mm 
(2.2” x 1.4” x 0.6”)

N/A

: -40°C  +120°C 
 97%

UVLO, OTP,  OCP 

RPMGH-40 40 18-75 5, 12 1/2 
brick

61.0 x 57.9 x 14.89 mm 
(2.4” x 2.3” x 0.6”)

N/A
: -40°C  +120°C

 97%
 3.3 - 24VDC

R-5xxxA 2, 3, 4, 5 4.5-18 1.2, 1.8, 2.5, 3.3, 5 SIP12 32.2 x 9.1 x 15.0 mm
(1.3” x 0.4” x 0.6”)

IEC/EN60950-1

: -40°C  +85°C

R-6xxx 1-2 9-32 1.8, 2.5, 3.3, 5, 9, 12 SIP12 32.2 x 9.1 x 15.0 mm
(1.3” x 0.4” x 0.6”)

IEC/EN60950-1

: -40°C  +85°C

R-7xxx 2, 3, 4 4.5-28 3.3, 5, 6.5, 9, 12, 15 SIP12 32.2 x 9.1 x 15.0 mm
(1.3” x 0.4” x 0.6”)

EC/EN60950-1

: -40°C  +85°C
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•
• MTBF 2100
•

 99%

•  SMD 
•
•
• RoHS 

• REACH 
•
•

 (A) Vin (VDC) Vout (VDC)  (LxWxH)

R-78S-0.1 0.1 0.65-3.3 1.8, 3.3, 3.6 SIP4 11.6 x 8.5 x 10.4 mm
(0.5” x 0.3” x 0.4”)

IEC/EN62368-1
 (7μA) 

: -40°C  +90°C (  +100°C)

RBB10-2.0 4 2.3-5.5 1-5.5 LGA-25 12.19 x 12.19 x 3.75 mm
(0.5” x 0.5” x 0.2”)

N/A 96%
: -40°C +85°C 100°C)

RBBA3000 50 9-60 0-60 1/2 
brick

60.6 x 63.2 x 13.0 mm
(2.4” x 2.5” x 0.5”)

EN/IEC62368-1

3kW 

96%
: -40°C +85°C, OTP +110°C
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IC 

 (A) Vin (VDC) Vout (VDC)  (LxWxH)

• 3D ®

•
• SMD 

• 0.5 - 20A
•
•

 99%
•
•

5VIN 

RPZ-0.5 0.5 2.3-5.5 0.6-5.375 QFN 2.0 x 2.0 x 1.6 mm 
(0.08” x 0.08” x 0.06”)

N/A
(1.6mm) IC 
: -40°C  +125°C

SCP, OCP, OVP, UVLO,  91%

RPZ-1.0 1 2.3-5.5 0.6-5.25 QFN 2.0 x 2.0 x 1.6 mm 
(0.08” x 0.08” x 0.06”)

N/A
(1.6mm) IC 
: -40°C  +125°C

SCP, OCP, UVLO,  88%

RPZ-2.0 2 2.75-6 0.6-5.74 QFN 2.5 x 3.5 x 1.6 mm 
(0.1” x 0.14” x 0.06”)

N/A
(1.6mm) IC 
: -40°C  +125°C

SCP, OCP, UVLO,  90%

RPZ-3.0A 3 2.75-6 0.6-5.5 QFN 2.5 x 3.5 x 1.6 mm 
(0.1” x 0.14” x 0.06”)

N/A
(1.6mm) IC 
: -40°C  +125°C

SCP, OCP, UVLO,  92%

RPZ-6.0 6 2.75-7 0.6-6.65 QFN 4.0 x 6.0 x 1.6 mm 
(1.16” x 0.24” x 0.63”)

N/A
(1.6mm) IC 
: -40°C  +125°C

SCP, OCP, UVLO,  90%

12VIN 

RPL-1.0 1 3-22 0.6-12 LGA-11 3.0 x 3.0 x 2.0 mm 
(0.12” x 0.12” x 0.08”)

N/A
(2.0mm) IC 
: -40°C  +125°C

SCP, OCP, UVLO,  84%

RPM-1.0 1 3-17 3.3, 5
trimmable 0.9-6.0V LGA-25 12.19 x 12.19 x 3.75 mm

(0.5” x 0.5” x 0.2”)
N/A

: -40°C  +107°C
99%
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IC 

 (A) Vin (VDC) Vout (VDC)  (LxWxH)

• 3D ®

•
• SMD 

• 0.5 - 20A
•
•

 99%
•
•

RPM-2.0 2 3-17 3.3, 5
trimmable 0.9-6.0V LGA-25 12.19 x 12.19 x 3.75 mm

(0.5” x 0.5” x 0.2”)
N/A

: -40°C +105°C
98%

RPL-3.0 3 4-18 0.8-5.2 LGA-10 3.0 x 3.0 x 1.45 mm
(0.1” x 0.1” x 0.06”) 

N/A
(1.45mm) IC 
: -40°C  +125°C

RPM-3.0 3 3-17 3.3, 5
trimmable 0.9-6.0V LGA-25 12.19 x 12.19 x 3.75 mm

(0.5” x 0.5” x 0.2”)
N/A

: -40°C +105°C
97%

RPL-5.0 5 2.75-17 0.6-12 QFN 4.0 x 6.0 x 1.6 mm 
(1.16” x 0.24” x 0.63”)

N/A
(1.6mm) IC 
: -40°C  +125°C

SCP, OCP, UVLO,  90%

RPM-6.0 6 3-17 3.3, 5
trimmable 0.9-6.0V LGA-25 12.19 x 12.19 x 3.75 mm

(0.5” x 0.5” x 0.2”)
N/A

: -40°C  +105°C
99%

RPL-10 10 4-16 0.6-5.5 LGA-29 7.0 x 7.0 x 4.4 mm 
(0.28” x 0.28” x 0.17”)

N/A : -40°C  +125°C

SCP, OCP, UVLO  94%

RPL-20 20 4-16 0.6-5.5 LGA-29 7.0 x 7.0 x 4.4 mm 
(0.28” x 0.28” x 0.17”)

N/A : -40°C  +125°C

SCP, OCP, UVLO  94%
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IC 

 (A) Vin (VDC) Vout (VDC)  (LxWxH)

• 3D ®

•
• SMD 

• 0.5 - 20A
•
•

 99%
•
•

24VIN 

RPX-0.5Q 0.5 4-36 0.8-30 QFN 3.0 x 5.0 x 1.6 mm
(0.1” x 0.2” x 0.06”)

N/A
AEC-Q100 

: -40°C  +125°C
SCP, OCP, OTP, UVLO

RPX-1.0 1 4-36 0.8-30 QFN 3.0 x 5.0 x 1.6 mm
(0.1” x 0.2” x 0.06”)

N/A

: -40°C  +107°C @
(1.6mm) IC 

99%
6 EMI 

RPX-1.5 1.5 4-36 0.8-30 QFN 3.0 x 5.0 x 1.6 mm
(0.1” x 0.2” x 0.06”)

N/A

: -40°C  +105°C@
(1.6mm) IC 

98%
6 EMI 

RPX-1.5Q 1.5 4-36 0.8-30 QFN 3.0 x 5.0 x 1.6 mm
(0.1” x 0.2” x 0.06”)

N/A
AEC-Q100

: -40°C  +125°C
SCP, OCP, OTP, UVLO

RPY-1.5Q 0-1.5 4-36 0.8-34.8 QFN 3.0 x 5.0 x 1.6 mm
(0.1” x 0.2” x 0.06”)

N/A
AEC-Q100

: -40°C  +125°C
0-100% PWM OTP

RPMB-2.0 2 4-36 3.3, 5, 12, 15
trimmable 1-24V LGA-25 12.19 x 12.19 x 3.75 mm

(0.5” x 0.5” x 0.2”)
N/A

-40°C +100°C 
94%

RPX-2.5 2.5 4.5-28 1.2-6 QFN 4.5 x 4.0 x 2.0 mm
(0.2” x 0.1” x 0.07”) 

N/A

(2.0mm) IC 

SCP, OCP, OTP, OVP, UVLO
: -40°C  +85°C (  +125°C) 
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IC 

 (A) Vin (VDC) Vout (VDC)  (LxWxH)

• 3D ®

•
• SMD 

• 0.5 - 20A
•
•

 99%
•
•

RPMB-3.0 3 4-36 3.3, 5, 12, 15
trimmable 1-24V LGA-25 12.19 x 12.19 x 3.75 mm

(0.5” x 0.5” x 0.2”)
N/A

-40°C +100°C 
94%

RPX-4.0 4 3.8-36 1-7 QFN 5.0 x 5.5 x 4.0 mm
(0.2” x 0.2” x 0.2”)

N/A

, 

RPMH-0.5 0.5 4.3-65 3.3, 5, 12, 15, 24 LGA-25 12.19 x 12.19 x 3.75 mm
(0.5” x 0.5” x 0.2”)

N/A : -40°C  +95°C ( +105°C)
89%, 

RPMVH-0.5 0.5 6-115 3.3, 5, 12, 24 LGA-25 12.19 x 12.19 x 3.75 mm
(0.5” x 0.5” x 0.2”)

N/A : -40°C  +95°C @ 

RPMH-1.5 1.5 5-60 3.3, 5, 12, 15, 24 LGA-25 12.19 x 12.19 x 3.75 mm
(0.5” x 0.5” x 0.2”)

N/A : -40°C  +100°C ( +105°C)
97%, 

RPH-3.0 3 4.5-55 1-15 QFN 10.0 x 12.0 x 4.0 mm 
(0.39” x 0.47” x 0.16”)

N/A
: -40°C  +125°C

SCP, OCP, OVP, UVLO,  91%
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LE
D 

LED 
AC/DC 

• 3  25 W
•

•
•

•
•

 (W)  (mA) Vin (VAC) Vout (VDC) (LxWxH)

RACD03 3
350
500
700

90-264
90-132

2.5-15 (3-12)
2.5-11 (3-9.5)
2.5-6 (3-4.5)

3.75 kVAC / 1 min 52.1 x 29.6 x 23.1 mm
(2.1” x 1.2” x 0.9”)

UL8750
EN/IEC61347-1, 2-13

CC/CV
IP66

RACD06 6
350
500
700

90-264
2.5-24
2.5-15 
2.5-12

3.75 kVAC / 1 min 68.0 x 35.0 x 21.0 mm
(2.7” x 1.4” x 0.8”)

UL8750
EN/IEC/J61347-1, 2-13

CC/CV

RACD06-LP 6
350
500
700

198-264
2-18
2-12
2-9

3.75 kVAC / 1 min 98.0 x 46.0 x 11.0 mm
(3.9” x 1.8” x 0.4”)

EN/IEC61347-1 
EN/IEC61347-2-13
EN/IEC62384

, CC

RACD07 7

250
350
500
700

90-295

14-28
10-20
5-14.5
3-10.5

3.75 kVAC / 1 min 57.0 x 40.8 x 24.0 mm
(2.2” x 1.6” x 0.9”)

UL8750
EN61347-1
EN61347-2-13
EN61547

CC, IP67

RACD12-LP 12
350
500
700

198-264
2-37
2-24
2-19

3.75 kVAC / 1 min 128.0 x 50.0 x 13.0 mm
(5.0” x 2.0” x 0.5”)

EN/IEC61347-1 
EN/IEC61347-2-13
EN/IEC62384

, CC

 (OLP, SCP, OCP, OTP)

RACD20-LP 20
350
500
700

198-264
2-59
2-40
2-31

3.75 kVAC / 1 min 128.0 x 50.0 x 13.0 mm
(5.0” x 2.0” x 0.5”)

EN/IEC61347-1 
EN/IEC61347-2-13
EN/IEC62384

, CC 

 (OLP, SCP, OCP, OTP)

RACV22-
24SW 22 920 176-264 24 3.2 kVAC / 1 min 294.0 x 76.0 x 40.0 mm

(11.6” x 3.0” x 1.6”)

EN/IEC61347-1, -2-13
EN/IEC62384
DIN EN 60664
IEC60721-3-2

LED
nGgB DB InfraGO AG
PFC

THD IP65

RACT25 25
500
700

1050
198-264

25-50
18-36
12-24

3.75 kVAC / 1 min 120.0 x 45.0 x 28.0 mm
(4.7” x 1.8” x 1.1”)

EN/IEC61347-1 
EN/IEC61347-2-13
EN61547
EN62493
EN55015

, CC 

 0%
, 
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LED 
DC/DC 

•
•  ( )
• ( 97%)
• PWM / 

•
• /
•  (/W)
•  ( EMC )

•
•

 (A) Vin (VDC) Vout (VDC) (LxWxH)

LED 

RCD-24 (/W) 0.3-1.2 4.5-36 2-35 DIP 22.1 x 12.55 x 8.5 mm
(0.9” x 0.5” x 0.3”)

EN/UL60950-1
EN61373
EN50121-3-2

: -40°C  +85°C
(/W) 

 (/Vref)
IP67  (/W)

RCD-24/PL 0.3-1.0 4.5-36 2-35 SMD 31.0 x 11.4 x 6.6 mm
(1.2” x 0.5” x 0.3”)

EN/UL60950-1
EN61373
EN50121-3-2
EN55022

: -40°C  +85°C
Class B 

 (-R)

RCD-48 (/W) 0.35-1.2 9-60 2-56 DIP

32.6 x 16.7 x 11.1 mm
(1.3” x 0.7” x 0.4”)
32.6 x 16.0 x 11.2 mm (/M)
(1.3” x 0.7” x 0.4”)

EN/UL60950-1
EN61373
EN50121-3-2

: -40°C  +80°C
(/W),  (/Vref)

IP67  (/W) 
 (/M)

RCDE-48 0.35-1.05 6-60 3-52 DIP24 32.1 x 20.6 x 12.3 mm
(1.2” x 0.8” x 0.5”)

EN55015
: -40°C  +80°C
PWM

97%
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LED 

 (W)  (VAC)

LE
D 

RELI-DA01/R DALI-to-PWM/analog control signal interface 1.6 90-290

DALI IEC62386 
PWM / 0-10V 

RECOM

RELV4-16 DALI Bus power supply 3.2 90-264 DALI
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RECOM  – 
RECOM Power Systems 

30kW AC 11kW
110VDC
PFC“ ” 4kW AC

4kW
RECOM Power Systems 

EMC RECOM Power Systems 
RECOM Power Sys-

tems 

 (W) Vin Vout (VDC) (LxWxH)

MD200 220 28VDC 5V / 2 x 12VDC 1500VDC 184.4 x 167.0 x 40.6 mm
(7.2” x 6.5” x 1.6”)

MIL-STD-704A, -810F
DEF-STAN 59-41
DO-160E/ED14E
BS.2011, IPC-A-610D
MIL-HDBK-217F
EN62368-1

DC/DC

IP40 

ID250 240 24 - 48 - 72 - 
110VDC

48VDC: 50-156VAC
24-72-110VDC: 

200-240VAC
3500VAC 289.0 x 128.0 x 100.0 mm

(11.4” x 5.0” x 3.9”)

EN50155, IS402, CE
EN50121-4, -3-2
EN50124-1, EN50125-3
EN61373 (1B)
EN62368-1 AC

SD280 280 28VDC Multiple output DC N/A 250.0 x 130.0 x 100.0 mm
(9.8” x 5.1” x 3.9”)

N/A

EMC

PFC800 800 230V1AC 365VDC N/A 186.0 x 80.0 x 43.6 mm
(7.3” x 3.1” x 1.7”)

EN61000-6-2
EN61000-6-4
EN61000-3-2/A14
EN62368-1
CE

kW   | 
  |  PFC

• DC/AC DC/1AC/3AC 

•

• 11kW 3AC 
PFC 

•  5kW 

•  & 4kW 

• 30kW &
• OCP, OTP, OVP, SCP
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kW   | 
  |  PFC

• DC/AC DC/1AC/3AC 

•

• 11kW 3AC 
PFC 

•  5kW 

•  & 4kW 

• 30kW &
• OCP, OTP, OVP, SCP

 (W) Vin Vout (VDC) (LxWxH)

IPS1200 1200 48VDC±10%
24V or 48VDC 115V 3AC 1500VAC 250.0 x 149.9 x 96.7 mm

(9.8” x 5.9” x 3.8”)

MIL-STD-461F (Cat. 
Submarine)
AECTP-400 (Edt.3) 
Method 403
AECTP-400 (Edt.3) 
Method 401
MIL-STD-810F 807.4, CE

PFC1600 1600 230V 1AC 360 N/A 186.0 x 158.0 x 44.0 mm
(7.3” x 6.2” x 1.7”)

EN61000-6-2
EN61000-6-4
EN61000-3-2/A14
EN62368-1
CE

MA2000 1400-2000 90-264VAC
3-120VDC

12
2-80 1750VAC 318.0 x 212.0 x 165.0 mm

( 12.5” x 8.3” x 6.4”)

EN61000-6-1, -6-3
EN62368-1
EN61010
EN60068-2-6
EN61326 class B
CE

PFC3200 3200 230V 1AC 365 N/A 199.0 x 186.0 x 44.0 mm
(7.8” x 7.3” x 1.7”)

EN61000-6-2
EN61000-6-4
EN61000-3-2/A14
EN62368-1
CE

RMOC(D)
3200 3200 400V 3AC or

700VDC 24-110 1500VAC 410.0 x 235.0 x 85.0 mm
(16.1” x 9.2” x 3.3”)

EN62368-1
EN61000-6-2, -6-4
EN50155, EN50121-3-2
EN61373 1B
EN50124-1, EN50153
EN45545-2

EN50155

PFC4000 4000 230-480V 3AC 360 N/A Plattform design
EN61000-6-2
EN61000-6-4
EN62638-1
CE

RMOC4000 4000 115VAC
400V 3AC

24, 48
24, 48, 60

>200MW with 
500VDC

617.0 x 483.0 x 132.0 mm
(24.3” x 19.0” x 5.2”)

STANAG 1008
EN62638-1
CE101
RE101
RE102 (Navy Fixed)
CS101 700VDC SD4000

SD4000 4000 320/450
600VDC 24, 48 1500VAC 483.5 x 370.0 x 132.0 mm 

(19.0” x 14.5” x 5.2”)

EN62368-1
EN61000-6-2
EN61000-6-4
CE

320VDC / 450VDC / 600VDC 
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kW   | 
  |  PFC

 (W) Vin Vout (VDC) (LxWxH)

• DC/AC DC/1AC/3AC 

•

• 11kW 3AC 
PFC 

•  5kW 

•  & 4kW 

• 30kW &
• OCP, OTP, OVP, SCP

RMOC5000 5000 360-440V 3AC 39.5-58 4 kVAC 526.0 x 483.0 x 88.0 mm
(20.7” x 19.0” x 3.5”)

EN62368-1
EN50125-3
EN50129
EN50124-1/A1/A2
EN50121-3-2, -4
EN50155, EN45545-2

5kw 

PFC
24V 110V

SAB10000 10000 340-470V 3AC
520-700VDC

20
24 1500VAC 670.0 x 443.0 x 128.0 mm

(26.4” x 197.4” x 5.0”)

EN62368-1
EN61000-6-4, -3-2
EN61000-4-2, -4-3
EN61000-4-4, -4-5
EN61000-4-6, -4-8
EN61000-4-11

MA11000 11000 180-480V
3AC 24, 48 1500VAC 503.0 x 430.0 x 141.0 mm

(19.8” x 16.9” x 5.5”)

EN61000-6-3
EN61000-6-1
EN62368-1, EN61010
EN60068-2-6
EN61326 class B
CE
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RECOM

COTS 1W
AC/DC DC/DC PFC

RECOM 

RECOM
CAD EMC

 EMC 

BoM

•
•
•
• EMC 

1W ECOM  AC/DC DC/
DC PFC

COTS

EMC
EMC 
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•
•
•
•

“ ”
EMC 

•
•
•
•

“ ” RECOM Pow-
er Systems 

EMC
RECOM “ ”

C

Pow

”

w-







RECOM Power, Inc.
3475 Ringsby Court Suite #426
Denver, CO 80216
Phone: +1-720-216-0255
Fax: +1-720-465-7048
admin@recom-power.com
techsupportamericas@recom-power.com

AMERICAS

RECOM Electronic GmbH & Co. KG
Carl-Ulrich-Straße 4
63263 Neu-Isenburg
GERMANY
Phone: +49 6102 88381-0
info@recom-power.com

RECOM Power GmbH
RECOM Engineering GmbH & Co KG
Münzfeld 35
4810 Gmunden
AUSTRIA 
Phone: +43 7612 88325 700
info@recom-power.com
sales.at@recom-power.com

EMEA
RECOM Asia Pte. Ltd.
22 Jalan Kilang, 
#06-01 Mova Building
Singapore 159419
Phone: +65 6276 8795
enquiry@recom-power.com

RECOM Asia Pte. Ltd.

808 A8411  200030 
Phone: +86 (21) 6448 1989/1990
enquiry.cn@recom-power.com

RECOM Power Japan K.K.
Shinjuku Park Tower N30th Floor
3-7-1 Nishi-Shinjuku Shinjuku-ku 
Tokyo 163-1030 JAPAN
Phone: +81 (3) 5326 3047
recomjapan@recom-power.com

RECOM Power (Thailand) Co., Ltd.
101 True Digital Park East, 
Pegasus Building, 5FL, Unit 504, 
Sukhumvit Rd, Bangchak, Praka-
nong, Bangkok 10260

APAC

RECOM POWER WORLDWIDE

www.recom-power.cn

RECOM Engineering GmbH & Co KG 
Rennweg 33B / Ungargasse 66 
1030 Vienna 
AUSTRIA
info@recom-power.com


